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1. PARATHENIE

Keto “Specifikime Teknike”, jane nje dokument i hartuar nga ATELIER 4, per realizimin e projekt
zbatimit: “MUZEU HEBREAIK SHQIPTAR NE VLORE"

Ky dokument té konsiderohet si pjesé pérbeérése e Dokumentacionit té Projektit Zbatimit dhe
Preventivit Perfundimtar per objektin e mésipérm.

Informacioni i dhéné kétu ka pér géllim specifikimin e punimeve dhe instalimeve, né ményré gé ato
té jené saktésisht né pérputhje me standardet e kérkuara pér t& pérmbushur objektivat e projektit.
Kéto SPT duhet té lexohen sé bashku me ¢do detaj shtesé té pérmendur né:

Specifikimet Teknike pér punimet Elektrike (STE)

Specifikimet Teknike pér punimet Mekanike (STM)

Preventivat e Punimeve (P)

Vizatimet né bazé té Listés sé Vizatimeve

Raportet Teknike

O O O O O

Kontraktorét e Punimeve té Ndértimit duhet t'u referohen specifikimeve teknike té atyre zérave té
punimeve te cilat perfshihen ne pershkrimet e Vizatimeve, ne Preventivin Perfundimtar si dhe ne
Pershkrimin e Punimeve. Pérshkrimet né kéto specifikime tregojné njé gamé produktesh nga té cilat
kontraktori mund té zgjedhé pér té propozuar; nése nuk jané parashikuar kufizime té garta, do té
aplikohen tolerancat e sipérpérmendura. Miratimi i njé produkti té ofruar jepet nga Mbikéqyrési né
kantier vetém pas prezantimit té njé shembulli t& pranueshém té secilit lloj.

Né pérgjithési té gjitha pajisjet pérfshijné instalimin né kantier; blerjen; transportin; magazinimin;
pérgatitien; punimet e pérkohshme duke pérfshiré edhe ngritjen e tyre, mirémbajtjen dhe hegjen;
té gjitha pajisjet e kérkuara pér té siguruar punimet; té gjitha pajisjet e kérkuara pér té siguruar
mjaftueshém siguri mbi shéndetin né kantier dhe né aférsi té tij; instalimin duke pérfshiré té gjithé
punimet dhe makinerité; pastrimin; mbrojtjen e objektit deri né dorézimin e tij dhe gjithcka gé ka
lidhje me t&; skicat (nése ka); té gjitha né bazé té specifikimeve dhe pritshmérive té ‘praktikave té
mira té punés.

Standartet e perdorura ne keto “Specifikime Teknike” dhe ge do te aplikohen me tej nuk mbeshteten
vetem ne vizatimet, por edhe ne manualet ligjore dhe libra te tjere keshillues si:

» Manuali Nr.1i “Analizat Teknike Prodhimi i Materialeve te Ndertimit,

Tirane -15.07.2015 (Republika e Shqiperise —Drejtoria e Pergjitheshme e Tatimeve, Ministria e
Transportit dhe Infrastruktures, Késhilli i Ministrave).

» Manual Nr.2 i "Analiza Teknike per Punimet e Ndertimit te Ndertesave”, Tirane — (Republika e
Shqiperise —Drejtoria e Pergjitheshme e Tatimeve, Ministria e Transportit dhe Infrastruktures, Késhilli
i Ministrave me Nr.629, date 15.07.2015).
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2. DISPOZITA TE PERGJITHSHME

2.1 E Pérgjithshme
211 Referencat

Botimet e listuara mé poshté formojné njé pjesé té kétij specifikimi né masén gé jané marré si
referencé. Botimeve u referohet né tekst vetém me pércaktimin bazé.

2.1.2 Standartet

Né pérgjithési duhen adoptuar kérkimet specifike dhe mé té larta t& Normativave Evropiane dhe
Shqiptare.

213 Njésité matése

Né pérgjithési, njésité matése qé do té pérdoren né lidhje me kété kontraté jané njésité metrike té
mm, cm, m, Km, n (Newton), Mg (1000 kg) dhe gradét Celsius (Co). Pikat dhjetore jané té shénuara
si ""Njésité té cilat duhet ti referohet kontraktori pér matje jané té treguara né Preventivin e
Punimeve pérkatése pér secilin artikull mé vete.

214 Paraqitja
2141 Programi pér kryerjen e punimeve

Kontraktori duhet té paragesé tek Mbikéqyrési njé program térésisht té detajuar i cili tregon rendin,
procedurén dhe metodén me té cilén ai propozon té kryejé ndértimin dhe pérfundimin e punimeve.
Dokumentet e paraqgitura pérvec literaturés sé prodhuesit duhet té jené né njé madhési té miratuar.
Té gjitha dokumentet duhet té jené né anglisht dhe shkurtimet té jené té shpjeguara. Llogaritjet dhe
informacioni teknik duhet té jeté né njési gé pérmbushin sistemin metrik vetém nése nuk miratohet
ndryshe nga Mbikéqyrési. Té gjitha shénimet e skicuara duhet té jené né Anglisht. Miratimi i
Mbikégyrésit i ndonjé paraqitjeje nuk shmang Kontraktorin nga detyrimet e tij kontraktuale.

2142 Informacioni qé duhet ti jepet mbikéqyrésit

Informacioni gé duhet ti jepet Mbikéqgyrésit duhet té pérfshijé skicat/vizatimet gé tregojné
rregullimin e pérgjithshém té zyrave té pérkohshme dhe té ndonjé godine tjetér t& pérkohshme apo
strukturé té cilén ai propozon té pérdoré, sé bashku me detajet e planeve té ndértimit t& punimeve
té pérkohshme, dhe ndonjé mjet tjetér té cilin ai propozon té adoptojé pér ndértimin dhe
pérfundimin e té gjithé punimeve dhe pér mé tepér detaje té fugisé punétore, specialisté ose jo si
dhe marréveshjet mbikéqgyrése.

2143 Miratimi nga mbikéqyrési i deklaratave té metodave

Ményra dhe renditja né té cilén propozohet pér té kryer punimet permanente né bazé té pérshkrimit
té deklaratés sé metodave nga Kontraktori &shté subjekt i rregullimit dhe miratimit nga Mbikégyrési,

9 = ® 3
ATELIER 4 shpk Tel. +355 4 24 30195  e-mail: info@atelier4.al
Rr. e "Kosovaréve", Nd. 35, Hy. 6 +355 4 22 22 804 web:www.atelier4.al

Ap. 4/1,1019 Tirang, Shqipéri Cel +355 69 20 38 958 NUIS: K31812012H




Albanian-American
Development Foundation " \

Rr. Ibrahim Rugova "Green Park™
Complex Tower 2, 12th Floor )
Tirana, Albania w

Kimmel Eshkolot

ATELIER 4 Architects

ARCHITECTURE + ENGINEERING * CONSULTING 27 Ghislatiche Stieet,
Tel Aviv, Israel

Contract No. “Albanian Jewish Museum in Viore”
Nr. i kontrates “Muzeu Hebraik Shqiptar né Vioré”

dhe ¢mimi i kontratés do té shihet se pérfshin ndonjé rregullim té nevojshém té kérkuar nga
Mbikégyrési gjate kryerjes sé punimeve.

2.144 Punime me té meta

Cdo punim, i cili nuk pérmbush kéto Specifikime, nuk do té pranohet dhe Kontraktori duhet gé me
shpenzimet e tij, té riparojé ¢do defekt sipas udhézimeve té Mbikéqyrésit.

2145 Paragqitja tek mbikéqyrési

Autoriteti i shkruar do té thoté: “Urdhér me shkrim” dhe nénkupton ¢do dokument apo letér té
nénshkruar nga Mbikéqgyrési dhe té postuar apo dorézuar tek Kontraktori dhe gé pérmban
udhézime apo direktiva gé kontraktori t& pérmbushé kontratén. Kurdoheré gé fjala miratuar,
drejtuar, autorizuar, kérkuar, lejuar, urdhéruar, udhézuar apo fjalét (té cilat pérfshijné foljet, emrat,
péremrat dhe ndajfoliet) me té njéjtén réndési pérdoren, do té nénkuptohet se miratimi i shkruar,
drejtimi, autoriteti, kérkesa, leja, urdhri, udhézimi, pércaktimi, perceptimi etj., i Mbikéqgyrésit éshté i
implikuar vetém nése njé kuptim tjetér gartésisht kuptohet.

2146 Punime Shtesé

Kontraktori duhet té paragesé tek Mbikéqyrési ¢cdo punim shtesé; njé skicé té detajuar dhe puna
duhet té fillojé vetém pasi té jeté marré miratimi i Mbikéqyrésit.

2.14.7 Konfirmimi i Paragitjeve

Kontraktori duhet té firmosé propozimet, detajet, skicat, llogarité, informacionin, materialet,
certifikatat e testeve, kurdoheré gé kérkohen nga mbikéqyrési. Mbikéqgyrési do té pranojé ¢do
paragitje dhe nése éshté e duhur do ti pérgjigjet kontraktonit né pérputhje me klauzolén e duhur
té kushteve té kontratés. Cdo paraqgitje duhet té kryhet né datat e réna dakord me Mbikéqyrésin
dhe né referencé me programin e miratuar dhe né kohén e nevojshme gé Mbikéqyrési ka nevojé
pér té paraqgitur ato punime.

2.14.8 Shembujt

Kontraktori duhet té siguroje shembuij, té etiketuar me té gjitha pérfundimet, aksesorét dhe ¢éshtjet
e tjera g& mund té ngrihen nga mbikéqyrési pér inspektim. Shembujt duhet té paragiten né zyrén
e Mbikéqgyrésit.

2.14.9 Vizatime té gjendjes faktike

Vizatimet e punimeve te realizuara dhe libri i matjeve. Kontraktori do té pérgatisé dhe té paragesé
tek Mbikégyrési 4 kopje te printuara te dokumentacionit te gjendjes fakstike dhe 2 CD ne version
elektronik.

Ky material duhet t& pérmbajé setin e vizatimeve té punimeve té pérfunduara duke pérfshiré ndonjé
vizatim shtesé té kryer gjaté zbatimit t& punimeve té miratuara nga Mbikéqyrési dhe librin e matjeve
pér secilin volum punimesh.
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2.1.4.10 Manualet e Operacionit& Mirémbajtjes (O&M)

Manualet e Operacioneve dhe Mirémbajtjes pér té gjitha pajisjet duhet té jepen né gjuhén Shqipe
dhe Anglisht.Kontraktori duhet té pérgatisé dhe dorézojé manualet O&M né té paktén 3 kopje.

21411 Kérkesat

Reklamat, Tabelat, etj.: Asnjé lloj materiali reklamues nuk do té lejohet té paragitet né kantier pérvec
atij gé éshté treguar dhe autorizuar nga Klientit apo Pérfituesi.

2.14.12 Pastrimi i Rrugés

Rrugét prané kantierit duhet t& mbahen té pastra ¢do dité. Kontraktori duhet t&€ ndérmarré masat e
nevojshme pér té parandaluar ndotjen tej masave té rrugéve si pér shembull pastrimin e gomave
dhe mbulimin e kamionéve me karroceri t& hapura dhe kontenierét gé largohen nga kantieri.

21413 Radiot né Kantier

Pérdorimi i radiove dhe mjeteve té tilla &shté i ndaluar né kantier né ményré gé ndotjet akustike té
mbahen né minimum.

2.14.14 Ruajtjia e Peméve

Té gjitha pemét té cilat nuk jané miratuar pér prerje do té ruhen nga démtimet gjaté té gjithé
periudhés sé kontratés, duke pérdorur kompensata prej druri té lidhura rreth trungut té pemés té
cilat mund té shkojné deri né lartésiné 2m. Asnjé pemé me diametér trungu mé té madh se sa 10cm
té matur 1m mbi toké nuk mund té prihet pa lejen e méparshme té autoriteteve té duhura dhe té
Mbikégyrésit.

2.14.15 Shéndeti dhe Siguria ne Kantier

Kontraktori duhet té zbatojété gjitha punimet né pérputhje me Standardet e Punés tashmé né Fugi
Shgiptare dhe Evropiane. Ai do té zhvillojé dhe ruajé njé pérgasje proaktive ndaj sigurisé né kantier
duke dhéné si mé poshté:
o Njé plan sigurie Kantieri
Emérimin e Inspektorit té Sigurisé
Kryerjen e prezantimeve té siguriséné ményré té rregullt me personelin
Kryerjen e inspektimeve té rregullta, té sigurisé me Mbikégyrésin né Kantier dhe
Ruajtjen e statistikave té aksidenteve, pér prezantimin tek Mbikéqyrési cdo muaj.

O O O O

2.14.16 Mbikéqyrja me Eksperiencé

E gjithé puna do té jeté nén mbikéqgyrje konstante nga pérgjegjés té kualifikuar dhe me eksperiencé.
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2.1.4.17 Rugjtia e Kalimtaréve

Aty ku rrezikohet siguria e kalimtaréve dhe e shoferéve nga punimet e prishjeve, t& pérdoren
barrikadat me drita (gjaté oréve té errésirés) dhe shenjat e duhura pér té drejtuar trafikun larg zonés
ku po ndodh prishja. Té ndértohen mbulesat dhe skelat pérkatése pér té ruajtur kalimtarét.

21418 Veshjet e Sigurisé

Gjaté punimeve té prishjeve, té gjithé punonjésit duhet té kené té veshur uniformat e duhura té
sigurisé ku té pérfshihen mbrojtésja e syve, maskat ndaj pluhurit, képucét e sigurisé, dorezat dhe
kapele té forta.

2.1.4.19 Miratimi i Instalimeve nga Autoritetet e Jashtme

Instalimet e méposhtme duhet té kontrollohen dhe miratohen me shkrim nga autoritetet té jashtme:
e Masat Ndértimore:
Masat ndértimore duhet té kontrollohen dhe miratohen nga policia ndértimore e bashkisé
pérkatése. Instalimi i ashensorit duhet té pérfshihet né kontrollin teknik.
e Lidhja me Furnizimin e Ujit:
Lidhja me rrjetin e jashtém té furnizimit t& Ujit duhet té kontrollohet dhe miratohet nga ndérmarrja
pérkatése e ujit t& bashkisé pérkatése.
e Lidhja e Kanalizimeve té Ujérave té Zeza:
Lidhja me rrjetin e jashtém té kanalizimeve té ujérave té zeza duhet té kontrollohet dhe miratohet
nga ndérmarrja e bashkisé pérkatése gé ka né ngarkim kanalizimet e ujérave té zeza.
e Lidhja me Rrjetin e Energjisé Elektrike:
Lidhja me rrjetin e jashtém té Energjisé Elektrike duhet té kontrollohet dhe miratohet nga KESH,
dhénési i energjisé elektrike nga rrjeti publik.
e Instalimi i Mjeteve t& Mbrojties Ndaj Zjarrit:
Instalimi i Rrietit t& Mbrojtjes Ndaj Zjarrit dhe pajisjeve pérkatése duhet té kontrollohet dhe miratohet
nga Brigada Zjarrfikése e Bashkisé pérkatése.
e Instalimet Telefonike:
Instalimi i rrjetit telefonik dhe pajisjeve duhet té kontrollohet dhe miratohet nga shérbimi kombétar.
e Lidhja me Shérbimet:
Kontraktori do té keté pérgjegjésiné e vendosjes sé kontakteve me furnizuesit vendas dhe pér té
marré té gjitha t& dhénat dhe lejet respekive pér tu lidhur me rrjetet pérkatése. Né vecanti
kontraktori do té keté pérgjegjésiné e kushteve dhe detajeve té lidhjeve (pérveg se né rastet kur kjo
jepet nga kompania e shérbimeve).
Agjencité e shérbimeve publike gé kané pérgjegjésiné pér shérbimet infrastrukturore publike —
furnizimi me ujé, shkarkimi i ujérave té zeza, telefoni dhe elektricitet do té identifikojné pika specifike
té lidhjeve me rrjetin e tyre dhe do té informojé rreth madhésisé dhe llojit té lidhjes.
Kontraktori ka pérgjegjésiné e marrjes sé informacionit t& kérkuar nga té gjitha agjencité e
shérbimeve publike.Lidhja me kété kuptim do té thoté té gjithé punén dhe materialet pér té lidhur
godinén me infrastrukturén publike duke pérfshiré kanalizimet, tubacionet apo kabllot vendosjen,
mbushjen me dhe' té transheve, sigurimin dhe lidhjen me instalimet néntokésore dhe rikthimin e
zonave publike té shkatérruara pér arsye té lidhjes me infrastrukturén. Né rast té lidhjeve elektrike

© & ® 6
ATELIER 4 shpk Tel. +355 4 24 30195  e-mail: info@atelier4.al
Rr. e "Kosovaréve", Nd. 35, Hy. 6 +355 4 22 22 804 web:www.atelier4.al

Ap. 4/1,1019 Tirang, Shqipéri Cel +355 69 20 38 958 NUIS: K31812012H




Albanian-American
Development Foundation " \

Rr. Ibrahim Rugova "Green Park™
Complex Tower 2, 12th Floor )
Tirana, Albania w

Kimmel Eshkolot

ATELIER 4 Architects

ARCHITECTURE + ENGINEERING * CONSULTING 27 Ghislatiche Stieet,
Tel Aviv, Israel

Contract No. “Albanian Jewish Museum in Viore”
Nr. i kontrates “Muzeu Hebraik Shqiptar né Vioré”

apo telefonike, gjithashtu té lidhjeve ajrore - té specifikohen nga sherbimet autoritare te energjise
elektrike — ku pérfshinen dhe shtyllat elektrike, si te nevojshme per lidhjet.

Kontrata e punimeve do té pérfshijé té gjithé punén e nevojshme pér tu lidhur me kété piké specifike
dhe duhet té pérfshijé kushtin pér té gjithé materialin e nevojshém pér instalim. Kontraktori duhet
té pércaktojé njé Inxhinier konsulent me kompaniné gé éshté mjaftueshém e kualifikuar pér té
skicuar dhe pérgatitur dokumentacionin e nevojshém pér lidhjen me kompaniné. Kéto skica duhet
té pérshkruajné sic duhet punimet e kérkuara, duhet té& pérfshijné njépreventiv té detajuar té
punimeve dhe duhet té [éshohen né 3 kopje te printuar plus 1 kopje Digjitale (CD) pér miratim nga
Mbikégyrési. Kérkesat e lidhjeve duhet té pérmbushin té gjitha kushtet e kompanive té cilat japin
kéto shérbime, duhet té japin té gjitha kérkesat pér kompanitée shérbimeve té projektit dhe duhet
té jené né pérputhje me Specifikimet e Pérgjithshme Teknike, standardet e tanishme teknike
Shqiptare dhe praktikave t& mira té punés.

Né rastin kur kompanité publike ndérmarrin té gjithé instalimin dhe lidhjen veté — pér arsye té
rregulloreve té tyre té brendshme — kontrata e punés duhet té pérfshijé edhe démshpérblimin e té

gjithé punés dhe materialeve tek kompania publike pér implementimin e lidhjeve pérkatése.

3. PRISHJE DHE HEQJE

3.1 Prishje té pérgjithshme

Prishja e térésisé sé njé godine ose njé pjesé té godinés duke pérdorur ¢do mjet, pérfshiré:

e puntelimet, skelén e shérbimit, marrjen e masave pér aplikimin e té gjithé akteve pérkatése

té sigurisé sé mbrojtjes sé punétoréve dhe popullsisé,

e sinjalet e dités e té natés si dhe personelin pér lajmérimin e kalimtaréve,

e punimet pér rrethimet e pérkohshme,

e riparimin pér démet e mundshme gé& mund t'u shkaktohen té tretéve dhe restaurimi i
tubacioneve publike dhe private,
ngarkimin e materialeve gé rezultojné nga prishja, pérfshire transportin dhe shkarkimin.

Prishje me zgjedhje te materialit per riperdorim.

Prishje murature tulle.

Prishje mure gipsi.

Prishje mure catma

Prishje e shkalleve te drurit dhe betonit

Prishje te pjesshme solete beton arme.

Prishje shtresash

Prishje e veshjeve

Prishje te tavaneve + strukturat mbajtese,

Prishje e davancialeve ne anen e brendshme te dritareve dhe vetratave.
Prishje e kornizave te dritareve dhe vetratave, atje ku paragitet e demtuar.
Prishje e suvatimeve te brendshme, atje ku paragitet e demtuar.

Hegje e dyerve te brendshme 1 dhe 2 kanat.

Hegje e vetratave te brendshme.

YVVVVYVVVYVYVYVYVYVYYYVYYVYY
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Hegje e dritareve, vetrata e dyer xhami + grila ekzistuese.
Hegje e zgarave metalike ne dritare.
Hegje e dyerve ne fasade.
Hegje e parapeteve te shkalleve

» Hegje e sistemit hidraulik
Cmontim i hidranteve te zjarrit; ¢montim i piletave + linjat neper nyje sanitare, kolonat vertikale te
shkarkimit dhe balancimit, ¢cmontimi i linjave te lidhjeve te kolonave me pusetat; ¢montimi i piletave
ne tarace, kolonave vertikale te tyre si dhe linjave te lidhjes se kolonave me pusetat e jashtme.
Cmontimii grilave, kanaleve te ajrit + kolonat vertikale te tyre, kanalet e lidhjes me pajisjen e jashtme,
¢montimi dhe grumbullimi i tarracave, ¢montimi i aerotermave, linjave te lidhjes se tyre me pajisjet
respektive, cmontimi dhe grumbullimi i pajisjes kryesore, cmontimi i radiatoreve, linjave te furnizimit
te radiatoreve, i kolonave te dergimit te ujit ne radiator, ¢montimi dhe grumbullimi i kaldajave, i
lendes djegese, ¢montimi i oxhakut te kaldajave, ¢montimi dhe grumbullimi i kondicionereve
individuale. Kontraktori do te kete pergjegjesi te plote per funksionimin e mire te tubacioneve
kryesore, ge vijne nga rrjeti publik deri tek objektet. Te gjithe tubat dhe pajisjet e hequra duhet te
transportohen ne nje vend publik. Riperdorimi nuk lejohet ne asnje rast.

> Hegje e instalimeve elektrike
Hegja e te gjithe kabllove elektrike deri ne piken publike te furnizimit me energji elektrike. Te gjithe
kabllot, ndrigues, priza kuadro elektrike, si dhe pajisjet te tjera te hequra duhet te transportohen ne
nje vend publik. Riperdorimi nuk lejohet ne asnje rast.

YV V VY

4. GERMIME DHEU

471  Zbankim dheu

Zbankim dhe rrafshim dheu, i kryer me krah ose mjet mekanik, né truall t& ¢farédo natyre dhe
konsistence, i tharé ose i lagur (argjilé edhe n.g.s. &shté kompakte, réré, zhavorr, guré etj..), duke
pérfshire prerjen dhe hegjen e rrénjeve, trungjeve, guréve dhe pjeséve me volum deri né 0,30 m3,
duke pérfshire dhe plotésuar detyrimet né lidhje me ndértimet e néndheshme si kanalet e ujrave té
zeza, tubacionet né pérgjithesi etj.., pérfshire transportin e té gjithé mbetjeve né njé vend té
autorizuar publik.

e | kryer me krah.

e | kryer me krah pérfshiré vendosjen brenda ambjentit té kantjerit t& materialit gé rezulton.

4.2  Gérmim dheu thellési pér themele, puse dhe punime néntokesore

Gérmim dheu pér themele ose pér punime néntokésore, né truall té ¢farédo natyre dhe konsistence,
té tharé ose té lagur (argjilé edhe n.g.s. &shté kompakte, réré, zhavorr, guré etj.), pérfshiré prerjen
dhe hegjen e rrénjéve, trungjeve, guréve dhe pjeséve me volum deri né 0,30 m3, plotésimin e
detyrimeve né lidhje me ndértimet e néndheshme si kanalet e ujrave té zeza, tubacionet né
pérgjithési etj.., pérforcimin e ¢farédo marke dhe rezistence, mbushjen e pjeséve gé mbeten bosh
pas realizimit té themeleve me materialin e gérmimit té kryer me krah, si dhe transportin e té gjithé
mbetjeve né njé vend té autorizuar publik.

e | kryer me krah.
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e | kryer me krah pérfshiré vendosjen brenda ambjentit t& kantjerit t& materialit gé
rezulton.

5. STRUKTURAT E BETONIT TE DERDHURA NE VEND

51 Referencat

Standartet e references jane standartet shqiptare dhe standartet e vendeve te bashkimit Evropian
EC si dhe ato te Shteteve te Bashkuara (AFNOR, ASTM, AASHTO etj) ge konsiderohen si ekuivalente.
Sipermarresi per standartet duhet paraprakisht te marre miratimin e Supervizorit te punimeve
perpara fillimit te punimeve.

52 Njésit

Dokumentat dhe specifikimet teknike jané hartuar duke pérdorur sistemin metrik ndérkombetar (SI)
té njésive. Né kété specifikim pérdoren shkurtimet e méposhtme:

Njésite e Shkurtim
Milimetér mm
Metér (linear, katror, kub) m, m? m?
Diametér D

Oré h

Litra L
Rezistenca MPa
Rezistenca N/mm?
Ngarkesa Ton, [kg]

5.3 Ligjet dhe normat e aplikueshme

Normat Shqiptare

Normat dhe standardet Evropiane

DIN EN 12350-1: 2001 Kampionet e betonit t& marra né kantier
DIN EN 12390-2 Pérgatitja e testeve té betonit
DIN EN 12504-1 Kampionet e betonit té forcuar
DIN EN 12390-3 Testet ne shkatérim té betonit ne shtypje
DIN EN 934-2 Perzjeresit e betonit dhe metodat e kontrollit
DIN EN 206 Betoni, specifikimet, performanca, prodhimi dhe
konformiteti
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DIN EN 12350-2 Testimi i betonit te Freskét —Testi i konsistences se
betonit te fresket
DIN 18331 Procedurat e kontratés sé ndértimit (VOB)

Pjesa C: Specifikimet e pérgjithshme teknike né
kontratat e ndértimit . Punimet me beton

DIN 18541-1 Rripat ngjités termoplastik waterstop per mbyllien e
nyjeve te strukturave te betonit. Format, dimensionet,
standartet.

DIN 18541-2 Rripat ngjités termoplastik waterstop per mbyllien e

nyjeve te strukturave te betonit. Testimet dhe
inspektimet ne kantjer.

54 DOKUMENTACIONI
5.4.1 Té dhénat e Prodhuesit

Pér cdo material té pérdorur né kantjer duhet t& mbahen dhe té paragiten paraprakisht tek
mbikgyrési i punimeve certifikatat dhe karakteristikat teknike. Pér pérdorimin e materialeve té
ndértimit duhet t& merret miratimi me shkrim nga supervizori i punimeve.

5.4.2 Vizatimet Teknike

Nga fillimi i punimeve né kantjer inxhinieri i kantjerit dne mbikqgyrési i punimeve duhet té pajisen
me dokumentacionin teknik t& projektit.

Dokumentacioni teknik pérmban te gjithe dosjen e vizatimeve teknike t& ndérhyrjeve né strukturat
ekzistuese dhe né ndértimet e reja.

Pérmasat dhe pozicionet e elementeve strukturale duhet té verifikohen né vend. Kjo kérkesé
éshté shume e réndésishme né rastin e ndérhyrjeve né strukturat ekzistuese pasi mund té keté
ndérhyrje té realizuara né kohé té mévoneshme nga ndértimi fillestar dhe té pa dokumentuara.
Vizatimet teknike pér strukturat betonarme paragesin dimensionimin e kallépeve dhe detajimin e
armaturés se celikut pér cdo element struktural betonarme dhe detajet e lidhjes me strukturén,
pérmasat dhe pozicionimet pér strukturat metalike dhe soletat kompozite.

Gjaté zbatimit t& merret parasysh fakti se gjatésite e xhuntimit te shufrave jané dhéné né vlerat
minimale té tyre. Cdo ndryshim duhet té jeté né vlera mé té médha se ato té pércaktuara né
vizatimet teknike.

Vizatimet teknike per strukturat metalike paragesin dimensionimin pér ¢do element struktural.
Gjaté zbatimit né ndérhyrjet e strukturave ekzistuese pérmasat duhet té verifikohen né vend.
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55 DOREZIMI DHE RUAJTJA E MATERIALEVE.

Paketat e materialeve duhet té dorézohen né vendndodhjen e projektit né kopje origjinale té tyre,
té paketuar né pako apo kontenier t& pahapur. Pakot duhet t& mbajné emrin e prodhuesit gartésisht
té identifikueshém, emrin e markés, materialin, peshén ose volumin, dhe informacione té tjera
identifikuese, té ruajtura né origjinalin e tyre, pako ose kontenier t& pathyer né njé vend té thaté
dhe té padepértueshém nga agjentet atmosferike, deri sa té jené gati pér pérdorim. Pérbérésit e
papaketuar duhet té ruhen né ményré gé té evitohen ndotje nga materialet e tjera.

Armatura e celikut duhet t& depozitohet né grumbuj té vecanté, mbi toké pér té shmangur
ndryshkjen, ndotjen nga ndotésit si graso, vaj, pluhur etj. Pér ¢cdo paketim té thyer apo té hapur
duhet té béhet identifikim i sakté.

Betoni plastik i pérgatitur duhet té jeté i gatshém pér kantjer pasi té jené realizuar kallépet dhe té
jeté lidhur armatura e celikut pér strukturat betonarme.

5.6 CILESIA E MATERIALEVE

Betoni klasifikohet bazuar ne:

a) Rezistencen

b) Klasen e ekspozicionit

¢) Klasen e konsistences se betonit plastik

a) Rezistenca e betonit identifikohet nepermijet klasave te rezistences se betonit sipas Euronormave,
percaktohet per cdo element nese nuk percaktohet ndryshe ne projekt.

b) Klasa e ekspozicionit percaktohet sipas pozicionimit te elementit ne strukture.

Klasa e ekspozicionit Veprimi
XC Karbonatizim
XD Kloride
XS Uji i detit
XO Korrozioni
XF Ngricat
XA Kimik

0) Klasa e konsistences se betonit plastik

EN
Klasa | Perdorimi Masa e hapjes [mm]
S1 Cati, mbushje, 10 deri 40
S2 Themele, soleta, struktura te tjera 50 deri 90
S3 Themele, soleta, beton i pompueshem 100 deri 150
S4 Themele, soleta, shtresa, beton i pompueshem 160 deri 210
S5 Nivelim >210
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Klasat e rezistences percaktojne paraprakisht perdorimin e betonit ne elementet e vecante
strukturale. Percaktimi perfundimtar merr ne konsiderate edhe faktoret e tjere si klasen e
ekzpozicionit te elementit dhe klasen e konsistences.

Per cdo element prej betoni ose betoni te armuar identifikimi i klases se betonit te perzgjedhur
duhet te plotesoje tre tabelat e mesiperme nese nuk ka specifikim tjeter ne projekt.

6. BETONI DHE BETONI | ARMUAR

6.1  KERKESAT E REZISTENCES

Rezistenca e betonit duhet te plotesoje kerkesat sipas projektit teknik per nderhyrjet strukturale ne
godinat ekzistuese dhe ndertimin e lementeve apo strukturat e reja.

Referuar projektit teknik struktural klasa e betonit e kerkuar eshte C35/45.

Per punimet e tjera si shtresa, mbushje punime jo strukturale kerkesat per punime betoni i referohen
tabelave te seksionit 1.6.

6.2 Cilésité e betonit
6.2.1 Té pérgjithshme

Betoni duhet té keté njé rezistence minimale né shtypje si¢ &shté treguar, né tabelén e paragrafit
1.6.a, vetém nése pércaktohet ndryshe.

Betoni duhet té plotesoje testet e rezistencés pér mostrat standarte kubike me brinje 15cm ose
cilindrike me lartési 30cm dhe diametér 15cm pas 28 ditésh i trajtuar né kushte temperature dhe
lagéshtie standarte.

6.2.2 Betoni i gatshém

Sipas DIN EN 206-1. Betoni i gatshém éshté pércaktuar né specifikime si beton i prodhuar nga
ndérmarrje tregtare dhe té dérguara tek blerési né gjendje plastike. Betoni i gatshém duhet pérdorur
nése:

Fabrika ka kapacitete t& mjaftueshme dhe pajisje transportimi pér t& dérguar betonin né normén e
déshiruar.

Intervali ndérmjet ngarkesave pér zbrazje nuk i kalon 30 minuta.

Koha e shkuar ndérmjet hedhjes sé ujit né pérpérzierje me ¢imenton dhe agregatet, ose ¢imentos
me pérbérésit, dhe vendosjes sé betonit né pozicionin pérfundimtar né forma, nuk duhet té kalojé
me shume se njé oré.

Betoni i gatshém duhet té pérzihet dhe dérgohet sipas njé nga ményrat e méposhtme:
6.2.3 Pérzierje gendrore

Pérzierja gendrore duhet béré duke pérzier betonin plotésisht né njé mikser té palévizshém né
fabriké dhe betoni i pérzier té transportohet né vendndodhjen e punés me njé betoniere ose me
njé mjet pérzierés gé punon gjaté transportit.
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6.2.4 Pérzierje tranzite

Pérzierja transite duhet béré né njé betoniere. Pérzierésit dhe tundésit duhen drejtuar brenda
limiteve té kapacitetit dhe shpejtésisé sé rrotullimit té pércaktuar nga prodhuesi dhe duhet té jené
té afté té prodhojné njé pérzierje homogjené dhe me ngjyré uniforme.

6.2.5 Cimento

Né pérgjithesi duhet té jeté cimento Portland, nése nuk éshté percaktuar ndryshe. Cimento Portland
duhet té jeté né pérputhje me (DIN 1164) ose (EN-2). Kontraktori éshté i detyruar gé pér ¢do
ngarkesé ¢imentoje té sjellé né objekt, té paragesé faturén e blerjes e cila té pérmbajé: sasing, emrin
e prodhuesit si dhe certifikatén e prodhuesit dhe shérben pér té treguar gé ¢imentoja e secilés
ngarkesé éshté e kontrolluar dhe me analiza sipas standardeve.

6.2.6 Uji

Uji duhet té jeté i freskét, i pastér jo agresiv ndaj pérbérésve té betonit. Uji gé do té pérdoret né
prodhimin e betonit duhet té jeté i pastér nga substancat gé démtojne até si: acidet, alkalidet, argila,
vajra si dhe subtsanca te tjera organike. Né pérgjithesi, uji i tubacioneve té furnizimit t& popullsise
(uji i pijshém) rekomandohet pér pérdorim né prodhimin e betonit.

6.2.7 Agregatet

Agregatet pér betonin duhet té jené né pérputhje me standardet ISO apo standarde té
barasvlefshme. Klasa duhet jeté e tillé gé té prodhojé beton me pérmasa dhe dendési te caktuar
sipas kerkesave te projektit dhe gé té jeté i gatshem per tu perdorur. Madhesia e agregateve te
holle dhe te trashe percaktohet ne varesi te klases se perzgjedhur te betonit. Per rastein e betonit
te kerkuar ne projekt nuk duhet te kaloje madhesine 22mm.

6.2.8 Depozitimi i materialeve

Depozitimi i materialeve gé do té pérdoren pér prodhimin e betonit duhet té plotesojé kushtet e
méposhtme:

* cimentoja dhe pérbérésit duhet té& depozitohen né até ményré gé té ruhen nga pérzierja me
materiale té jera, té cilat nuk jané té pérshtatshme pér prodhimin e betonit dhe e démtojne cilésine
e tij.

* ¢cimentoja duhet té depozitohet né ambjente pa lagéshtiré dhe gé nuk lejojné lagien e saj nga uji
dhe shirat.

6.2.9 Aditivet

Pérzierésit shtesé pér betonin duhet té jené sipas DIN EN 206-1. Suplementet shtesé pér pérzierje
duhet té€ jené nga i njéjti prodhues i pérzierésve shtese, ose duhet té jené certifikuar pér t& gené té
pajtueshém me té gjithé elementét pérbérés té betonit pér té arritur rezistencat e kérkuara.
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6.2.10 Armatura

Sipas ENV 10080 armatura duhet té jeté celik i vjaskuar me rezistence 500 N/mm? dhe me diametér
minimumi emm. (BSt 500S gjermane sipas DIN 488).

Karakteristikat dhe pérberja e celikut té armaturés pér strukturat betonarme duhet té kontrollohen
paraprakisht sipas certifikatés sé prodhimit.

Testet e provave né térhegje dhe pérkulje duhet té realizohen paraprakisht pér té kontrolluar cilésiné
e celikut e krahasuar me certifikatén e prodhimit.

6.2.11 Elementet metaliké

Elementet metaliké duhet té plotesojné té gjitha kérkesat sipas projektit. Testet dhe provat pér
elementét metalikée duhet te kryhen né mostra para porositjes sé materialit pér t& pércaktuar
karakteristikat e celikut.

7. KONSTRUKSIONE METALIKE

Tek "Objekti i Vjetér” pér shkak té formés dhe vecantisé arkitekturore kolonat rrethore jané
konceptuar si kolona metalike t& mbushura me beton.

-Konstruksioni metalik do té realizohet me elemente celiku me karbon té saldueshme té tipit S-355
me karakteristika sipas ‘Relacionit teknik'.

-Klasa e betoneve té pérdorura nuk do té jeté mé i vogél se C20/25 dhe celiku i pérdorur do té jeté
i llojit BSt-500s.

8. ZBATIMI

81  Kallépét

Kallepet realizohen prej druri ose né raste té vecanta metalike.

Duhet té kushtohet kujdes né pércaktimin dhe projektimin e elementeve té kallépéve sipas
pozicionit. Kallépét standart pér realizimin e strukturave jané elementét me gjatési 0.9, 2.70m etj.
pér elementet vertikalé t& brendshém dhe té jashtém.

Pérforcusesit e kallépeve duhet té pozicionohen dhe té percaktohen lidhjet midis tyre sipas
standarteve evropiane ne lidhje universale ose jo universale, cepat e brendshém dhe tée jashtem
me pérmasa minimale 0.3m, pajantimet dhe konsolat.

Kallépét duhet té jené né vijé té drejté dhe té niveluara. Para derdhjes sé betonit, kallépét té lyhen
né sipérfaget e kontaktit té formave me njé pérbérés gé formon njé shtresé e cila siguron hegjen e
kallepeve pa démtuar betonin. Betoni pér themelet dhe kolonat fundore mund té vendoset né
gérmime pa kallépé, pas inspektimeve dhe miratimit t& Mbikéqyrésit. Gjerésia e gérmimit do té jeté
njé minimum prej 30cm mé e madhe se pérmasimi i kallépéve.

Kontraktori duhet té jeté pérgjegjés pér projektimin e kallépeve dhe duhet té furnizojé dhe té
rregullojé té gjithé kallépet, bashké me skelat shogéruese, léndé druri, mbéshtetjen, pérforcimin,
etj., gé kérkohen pér vendosjen e betonit. Gjaté pérdorimit té skelerisé sé drurit, sipérfagja e kallépit,
kur vjen né kontakt me betonin e njomé duhet béré me dru té vjetéruar né ményrén e duhur, me
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trashési té mjaftueshme gé ti rezistojé betonit t& njomé ndérkohé gé ai vendoset dhe derdhet, pa
asnjé kegformim.

8.1.1 Armatura

Armatura duhet té pozicionohet né kallépé dhe té vendoset né ményré gé té krijojé mundésine e
realizimit té shtresés mbrojtése té betonit.

Shufrat e armaturés do té mbéshteten né distancatoré metaliké. Pér soletat né nivelin e mbéshtetjes
né toké shufrat ose rrjeta metalike duhet t& mbéshtetet mbi blloge betoni té parafabrikuar, té
vendosura né intervale té kérkuar nga madhésia e armaturés gé do té pérdoret, pér té ruajtur
armaturén dhe pér té realizuar shtresén mbrojtése né lartésiné minimale t& specifikuar mbi
nénshtresén e themeleve. Armatura duhet té pozicionohet duke pérdorur tela lidhés dhe duhet té
vendoset né ményré té sigurt dhe té lidhet né cdo bashkim me tela bari me diametér 1,6mm. Fundet
e telave lidhés duhet té jené larg formés. Saldimi i shufrave té krygézuara nuk do té lejohet por
vetém nése nuk autorizohet né ményré specifike nga Mbikéqyrési.

8.1.2 Ankorimi i armatures

Ankorimi i armatures duhet té jeté 40_50 here diametrin e shufrés nése nuk ka njé pércaktim
ndryshe né projekt.

Sipas ENV 10080 armatura duhet té jeté celik i vjaskuar me rezistence 500 N/mm? dhe me diametér
minimumi émm. (BSt 500 S gjermane sipas DIN 488).

8.1.3 Vendosja e Materialeve t& Ndryshme

Té vendosen dhe ankorohen né vend bulonat, "kémishat" e tubave, tuba dhe materialet té tjera
para se té derdhet betoni. Té lidhen bulonat ankorues dhe té kontrollohet vendndodhja dhe lartésia.

8.2 Betonimi

Betoni duhet té derdhet né ményré monolite. Betoni i gatshem né betoniera ose makineri do té
jeté i pranueshém nése pérmbushen kérkesat e méposhtme:

Betoni i parapérgatitur ge vjen nga nyjet e betonit do té furnizohet nga prodhuesi me fatura
dublikate né cdo dérgesé betoni pér né kantier, njé pér Mbikégyrésin dhe njé pér Kontraktorin. Né
fatura shénohen:

Lloji dhe klasa e ¢imentos

Sasia e ¢imentos pér metér kub té betonit

Madhésia maksimale e pérbérésve

Pérmbajtja totale e ujit e shprehur me raportin Ujé/Cimento

Identifikimi i Kamionit

Volumi i kamionit t& betonit

Koha e ngarkesés

Betoni duhet t& derdhet né vend brenda 90 minutave té prodhimit nése temperatura e ajrit éshté
mé pak se 30 gradé Celsius, té ulet koha e derdhjes ne vend né 60 minuta nése temperatura e ajrit
éshté mé e larté se 30 gradé Celsius. Uji shtesé mund té hidhet tek betoni nése raporti maksimal
ujé-¢imento nuk kalohet.
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Té mos derdhet betoni nése:

(a) kushtet atmosferike nuk jané té pérshtatshme, né rastet e temperaturave ekstreme té larta ose
té ulta

(b) né zona té pambuluara gjaté periudhés sé reshjeve

Para se té derdhet betoni né vend, té higen papastértité, mbetjet e ndértimit, uji, débora dhe akulli
brenda kallepeve. Betoni nuk duhet té lejohet té bjeré i liré nga sillosa, nese betonimi behet i tillé,
nga njé lartési mé e madhe se 3m.

Rekomandohet gé prodhimi dhe hedhja e betonit né objekt t& mos realizohet né kushte té véshtira
atmosferike.

Té mundésohet betonimi deri né 10 gradé Celsius si minimum i temperaturés sé ambjentit gjaté
betonimit.

Ndalohet prodhimi dhe hedhja e betonit ne rast se bie shi i rrémbyeshem, pasi ndikon ne klasén e
rezistencés sé betonit.

Né rastet e temperaturave té ulta nén 4°C rekomandohet te mos kryhet betonimi por né qofté se
kjo é&shté e domosdoshme, atéhéré duhet té merren masa gé gjaté progesit t& prodhimit tée betonit,
te shtohet solucioni ndaj ngricave né masén e nevojshme gé rekomandohet nga prodhuesi i
solucionit.

Prodhimi dhe perpunimi i betonit né temperatura té larta mund té ndikojé negativisht né procesin
e ngurtéesimit te betonit.

Té mundésohet temperatura 32 gradé Celsius si temperaturé maksimale motit gjate betonimit.

8.2.1 Trajtimi i betonit té freskét

Trajtimi i betonit né vepér fillon né momentin gé betoni hidhet nga betonpompa ose sillosi me
vibrimin ne pozicione te vibratorit gé rrezja e mbulimit te mbivendoset né zonat e trajtuara té
strukturés.

Betoni duhet té trajtohet gjaté hedhjes né vepér né ményré gé té krijojné kushte pér ngurtésim pa
té plasura pér efekt té tkurrjes sé hershme té betonit. Pér ketg, gjaté fillimit te ngurtésimit e né
vazhdim betoni i fresket duhet té laget né ményré gé reaksionet kimike t& ngurtésimit té zhvillohen
né prezencén e ujit dhe nxehtésia gé ato clirojné gjaté ngurtéesimit te betonit t&¢ mos krijojé
fenomenin e gjakrriedhes se betonit t& shogéruar me plasaritje gé né fazén e hershme té jetés sé
tij.

Betoni i freskét nuk duhet té ekspozohet ndaj goditjeve, dridhjeve dhe temperaturave shumé té ulta
ose té larta.

Menjéheré pas vendosjes, shtresat e betonit duhet té vibrohen duke pérdorur vibratoré té
brendshém betoni t&é mundésuar dhe té Iévizshém me doré, shufra dhe ngjeshje. Goditjet nga jashté
ose forma té tjera té lékundjes nga jashté té formave nuk lejohen. Vibratorét nuk duhet té pérdoren
pér té transportuar betonin brenda formave.

Vibratorét e brendshém té zhytur né beton duhet té ruajné njé frekuencé minimale prej jo mé pak
se 8000 lekundjesh né minuté. Zgjatja e lékundjeve do té jeté nga 5 deri né 15 sekonda. Vibratorét
duhet té aplikohen né pikat e barazlarguara prej 45cm te vendosur ne formé shahu.

Nése fugat jané té nevojshme, pozicioni i tyre duhet te diskutohet me Mbikégyrésin.

Pas betonimit t& mundésohet aplikimi i vazhdueshém dhe i njétrajtshém i spérkatjes me ujé né té
gjithé periudhén e trajtimit. Trajtimi duhet té jeté aplikimi i drejtpérdrejté i ujit.
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Té pérmbytet sipérfagja me ujé pasi betoni té jeté forcuar mjaftueshém né ményré gé té mos
démtohet sipérfagja e elementeve. Té aplikohet spérkatja me ujé pér njé minimum prej dy ose tre
heré né dité dhe aq heré sa diktojné kushtet atmosferike té ambientit dhe té lejohet trajtimi i betonit
me kété metodé pér njé periudhé minimale shtaté ditore.

8.2.2 Defektet

Té riparohen sipérfaget pas hegjes sé kallépéve duke shmangur gérryerjet dhe gropézat, mé té
médha se 2cm? ose 6mm né thellési, ose zona té tjera té tilla t& zbuluara. Té realizohen cepat pingul
me sipérfagen dhe té riparohen me llac-¢cimento gé nuk tkurret. Té riparohen brimat e lidhjeve dhe
defekte kur higen kallépet. Deformimet nuk duhet té& ndryshojné mé shumé se tolerancat e
lejueshme gé jané pércaktuar. Sipérfaget e ekspozuara duhet té jené té njétrajtshme.

8.2.3 Trajtimi dhe ruajtja

Té ruhet betoni nga veprimi démtues i diellit, shiut, ujit gé rrjedh, ngricave, démtimeve mekanike,
shenjave t& gomave dhe njollave té vajit.

Kallepet mund té higen deri 48 oré pas derdhjes sé betonit.

Té parandalohet trafiku mé kémbé ose me makina me makineri gérryese pér jo mé pak se 72 oré
pasi té kené pérfunduar betonimi.

8.2.4 Kontrolli i cilésisé sé betonimit, testimi i betonit

Kontraktori duhet t& béjé marréveshjet e nevojshme pér testimin e betonit té forcuar dhe té freskét
né pérputhje me dispozitat e EN 206 dhe duhet té furnizojé me gjithé aparaturat, fuginé punétore,
materialet dhe transportin e nevojshém.

Té realizohen kampionet e betonit té freskét ne forma kubike standarte pér té kryer testet e
rezistences sé betonit. Té kontrollohet konsistenca e betonit para hedhjes né vepér.

Testet e konsistencés sé betonit duhet té kryhen:

(a) Né fillimin e hedhjes sé betonit,

(b) Kur pérgatiten mostrat e testimit

(c) Pér ¢cdo grup ose ¢do 10m? beton.

Té béhen njé minimum prej pesé kubesh pér testim me pérmasat 150/150/150mm pér testimin ne
shtypje te betonit. Mostrat duhet te jene te zhytura né ujé. Té testohen kubat fillimisht pas 8 ditésh
dhe té ruhen kuba rezervé.

Kubat e betonit pér testet e shtypjes duhet t& merren jo mé pak se njéheré pér cdo 30 m? betoni.
Jo mé shumé se 10% té kubave té testuar lejohet té tregojné se betoni i derdhur nuk pérmbush
kérkesat pér specifikim ose aty ku éshté faktuar se cilésia éshté nén kerkesat e duhura duhet te
raportohet. Kosto e testeve té tilla duhet t& mbartet nga Kontraktori.

Betoni duhet té plotésoje kérkesat pér rezistencén e nése kjo nuk duhet té zévendésohet me beton
té ri pa asnjé kosto shtesé pér Autoritetin Kontraktues.

8.2.5 Rezultatet e Testeve

Té paragiten rezultatet e testeve si pjesé e “Raportimeve Ditore té Mbikéqyrésit” pérveg se rezultati
i Testeve né shtypje duhet té raportohet.
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8.2.6 Heqgja e kallépéve

Kallépet nuk duhet té higen para se betoni té jeté ngurtésuar mjaftueshém pér t& mbajtur peshén
e vet dhe ndonjé ngarkesé tjeter gé vendoset mbi té. Ky kusht duhet kérkon gé kallépét té& géndrojné
né vend, pas hedhjes sé betonit si méposhté.

8.3  Strukturat metalike

Prodhimi i celikut duhet te jeté béré nga kompani té licensuara gé duhet té garantojné cilesiné
si dhe té dhénat e tjera té celikut (pérbérja kimike, karakteristikat fizikomekanike,et)).
Celiku gé pérdoret pér konstruksionet mbajtése duhet t'u pérgjigjet kérkesave té standarteve dhe
kushteve teknike dhe té keté garanci pérsa i pérket kufirit t& rriedhshmerisée dhe pérmbajtjes
maksimale té squfurit dhe fosforit; kurse pér konstruksionet e salduara ka kérkesa pér pérmbajtjen
maksimale té karbonit.

Prerja, saldimi si dhe lidhje e elementeve prej celiku béhet né kantierin e firmés kontraktuese
dhe ata transportohen né kantier ose ké&to punime mund té béhen né vendin e punés (né objekt).
Punimet para montimit té elementeve té kontrollohen nga supervizori dhe duhet té protokollohen.

Pérgatitja pér saldim péerfshin aete ge detajet para se té saldohen, té kené marré formén

e tyre pérfundimtare. Po ashtu, buzét dhe sipérfaget e pjeséve gé do té saldohen duhet té
pérgatiten sipas kérkesave té procedurés sé saldimit dhe formave gé jepen né pasqyrat 6, 7, 8 te
KTZ 206-80 ose né normat pérkatese europiane.
Pas saldimit, detajet duhet té trajtohen termikisht pér té zvogéluar ndarjet e brendshme, pér té
ménjanuar té plasurat dhe pér té pérmisuar vetité fizikomekanike. Gjaté zbatimit t& punimeve pér
saldimin e celigeve duhet té mbahet dokumentacioni teknik me té dhéna pér certifikatén e
materialeve t& perdorura, ditarin e punimeve, etj.

8.3.1 Ngritja

Ngritja e elementeve prej ¢eliku béhet sipas planeve té pérgatitura nga arkitekti/ inxhinieri. Inxhinieri
duhet té supervizojé punén e ngritjes se elementeve metalike ose konstruksioneve metalike.

8.3.2 Mbrojtja nga agjentet atmosferike

Mbrojtja e celikut béhet né dy ményra:

Duke e lyer celikun me disa shtresa, té cilat e mbrojné até prej korrozionit. Kjo béhet duke
e lyer, zhytur ose spérkatur me shtresa. Njéra shtresé éshté baza, kurse shtresa tjeter pérdoret edhe
si dekorim i elementit dhe mund té kete ngjyra té ndryshme. Sipérfaget né té cilat do té vendosen
kéto shtresa, duhet gé mé paré té pérpunohen dhe té jené té lira nga vaji, pluhuri apo ndryshku.
Shtresé prej metali. Kjo mbrojtje éeshte e pérhershme. celiku duhet zhytet né zink té& nxehté (450°C)
dhe siperfagja e tjj t& jeté e liré prej pluhurit, vajit si dhe ndryshkut. Pérmbi t&, mund vendoset
ndonje shtresé tjetér si dekorim i elementit prej celiku.
Ndalohet rreptésisht lyerja e celigeve pér betonim me vajra.
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84 Punimet e ndertimit

Punimet e ndertimit ge do te kryhen duhet te monitorohen nga Mbikgyresi i punimeve dhe Inxhinieri
i kantjerit ne te gjitha detajet sipas projektit konstruktiv dhe normave teknike te zbatimit te
punimeve. Konkretisht duhet te monitorohen punimet e meposhtme:

Perforcimi i strukturave ne rastin konkret perforcimi i kolonave duhet te ndjeke hapat e meposhtme.
1. Paraprakisht kolonat duhet te pastrohen nga shtresa e suvase duke e pastruar plotesisht deri sa
te jete i dukshem vizualisht betoni i pastruar i cili cukitet per te krijuar mundesine e lidhjes me
betonin e ri te shtreses perforcuese.

2. Te zbatohet projekti konstruktiv i perforcimit, te hapen kanale me thellesi sipas percaktimit ne
projektin konstruktiv ne distancen cdo 25cm. Kanalet te pastrohen nga pluhuri me kompresor, te
mos lagen dhe me pas te mbushen me eproxy resina ne forme paste ose lengu si parashikohet ne
projektin konstruktiv. Menjehere te vendosen shufrat lidhese per te realizuar perforcimin.

3. Te realizohet perforcimi nepermjet vendosjes se armatures te paragitur ne projektin konstruktiv.
4. Te betonohet shtresa perforcuese.

5. Te mbahen ne monitorim te gjithe elementet gjate gjithe kohes se realizimit te perforcimit nga
mbikgyresi i punimeve dhe inxhinieri i kantjerit.

Te gjitha punimet e ndertimit te struktures se re dhe ekzistuese me perforcim apo riparim jane
punime thelbesore ge lidhen me strukturen mbajtese te secilit objekt konkret. Monitorimi nga ana
e inxhinierit te zbatimit dhe Mbikqyresit te punimeve duhet te kryhet ne kerkesa te forta te zbatimit
te projektit dhe kushteve teknike.

9. RESTAURIMI
9.1 Muratura

9.2  Pastrimi nga bimésia

Té gjitha bimét té higen nga té gjitha strukturat. Shkurre té vogla dhe bimé té tjera gé rriten né
strukturé shkaktojné déme fizike. Rrénjét e tyre depértojné né hapésirat midis guréve dhe brenda
boshllégeve né gur. Sidogofté, ato duhet té higen me shumé kujdes pér té shmangur démtimet e
métejshme dhe zhvendosjen e materialeve origjinale. Mé poshté éshté procedura pér hegjen e kétij
materiali bimor.

9.3 Pastrimi i sipérfageve dhe fugaturave nga ¢imento

Gjaté ndérhyrjeve té& ndryshme né kohé, né objektet historike ka nisur té& aplikohet arnimi |
sipérfageve té degraduara apo i fugaturave té& démtuara me ¢imento, gé éshté njé material gé nuk
pérputhet me materialet tradicionale dhe me teknikat origjinale t& ndértimit té objektit.

Ato duhet té higen me shumé kujdes pér té shmangur démtimin e métejshém dhe zhvendosjen e
materialeve origjinale.
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9.4  Pastrimi i guréve

Guri éshté shumé poroz dhe i prirur pér t&é mbledhur papastérti, pluhur, vajra dhe yndyrna nga
kontakti i drejtpérdrejté dhe nga atmosfera. Thithja e kétyre llojeve té ndotésve mund té shkaktojé
njollé sipérfagésore dhe té nxisé rritjen biologjike.

Rritjet biologjike té tilla si likenet, algat, myshget dhe kérpudhat gé rriten né muret e gurit éshté
zakonisht njé tregues se ka lagéshti té tepért né ose rreth gurit. Kéto rritje duhet té higen, pasi ato
térhegin lagéshti né sipérfagen e gurit dhe e mbajné até atje, gjé gé mund té ¢ojé né probleme mé
serioze. Likenet dhe myshget né vecanti, prodhojné acid oksalik i cili mund té& démtojé lloje té
caktuara té gurit historik.

Uji i pastér i pijshém, pa kripé duhet té pérdoret né shishe spérkatése gé pérdoren me doré dhe
té pérdoret me masé. Lejohen vetém furcat e buta me fije natyrore sé bashku me shpatullat prej
druri ose mistri té vogla.Pastruesit kimiké, zbardhuesit dhe rondelet me presion té larté nuk lejohen.
Pérgjithésisht, kjo puné duhet té kryhet nga njé kontraktor me pérvojé.

9.5 C(Catia
9.51 Zbulim catie (tjegulla vendi)

Pérpara fillimit t& punimeve té restaurimit té ¢atisé kryhen punimet e ¢montimit té elementéve té
mbulesés.Punimet duhet té kryhen me kujdes,pér té zbuluar ndonjé element apo gjurmé té fazave
mé té hershme.

Do té béhet hegja e kujdesshme e tjegullave dhe seleksionimi i tyre pér tu ripérdorur,duke i
sistemuar sipas grupimeve né terren.

Gjithashtu do té vazhdohet me pastrimin dhe hegjen e kujdesshme té shtresés sé llacit gé lidh
tiegullat né rreshtat e paré né ményre gé té shihet mundésia e ripérdorimit té tyre.Tjegullat né
gjendje t& miré gé do té ripérdoren,lahen dhe pastrohen me furce té ashpér.

Progesi do té vazhdojé me hegjen e shtresés hidroizoluese (nése ka),mé pas e petavrave me
material druri t&é degraduar.Do té hapet njé hapésiré e pérshtatshme pér t& mundésuar kontrollin e
materialit drusor té catisé, traré binare, etj. Materialet e padémtuara do té géndrojné né cati, do t'u
nénshtrohen pérfkujdesjeve konservuese, ndérsa ato gé kané pésuar amortizim ose jané té
deformuar dhe ndikojné né konstruksionin e catisé, do té higen dhe do té ruhen pér zévendésimin
e tyre me material t& shéndoshé sipas pérmasave ,materialit dhe teknikés origjinale t& elementit.
Ky ¢mim pérfshin térésiné e punimeve gé duhet pér zbulimin dhe pastrimin e catisé.Heqgja e
tjegullave té vendit,zbritja né toke, seleksionimi i tyre pér ato gé do té pérdoren dhe gé jané té
rregullta.Cmontimi ishtresés sé petavrave té drurit e cila duket shumé e démtuar.Gjithashtu né ¢mim
pérfshihet hegja e 1éndés drusore nga gatia dhe seleksionimi i saj ne rast se mundet té pérdoret si
dhe ¢cdo detyrim tjetér pér ti dhéne fund hegjes.

Pasi béhen kéto punime paraprake, né prezencé té kontraktorit, dhe mbikgyrésit t& punimeve
mbahet njé proces-verbal pér sasiné e gé do té pérdoret brenda kushteve teknike dhe pér pjesén
e démtuar gé do té hidhet.Né ¢mim pérfshihet edhe transporti i mbeturinave,dhe ngarkim shkarkimi
i tyre né vendet e pércaktuara nga Bashkia.

Ky cmim éshte pér njési lek/m2 cati né plan.
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9.5.2 Restaurim konstruksioni i drurit

Duhet patur parasysh,qé té largohen té gjitha elementet mbajtése,gé jané t& démtuara ose té
kalbura dhe té zévendésohen ato me té reja, té cilat duhet té plotésojné kérkesat e projektit.
Pérpara se té fillojé puna pér vendosjen e tjegullave, duhet gé té béhet njé kontroll i imtésishém
nga ana e mbikqyrésit pér gjendjen e elementéve mbajtés dhe vetém pas aprovimit nga ana e tijj
mund té vazhdohet me proceset .

Pasi ka pérfunduar hegja e kujdesshme e tjegullave dhe seleksionimi i tyre, duke i sistemuar sipas
grupimeve né terren, restaurimi do té fillojé me :

-Plotésimi i konstruksionit t& drurit té catisé sé degraduar, duke respektuar pérmasat e konstruksionit
té hequr dhe skemén tradicionale té catisé. Gjendja e elementéve té& konstruksionit do té
kontrollohet nga mbikgyrésii cili do té vendosé se cilét elementé do té ruhen dhe cilét jo. Elementét
kryesoré konstruktivé (trarét) do té konsolidohen duke iu nénshtruar njé trajtimi dezinfektues ndaj
agjentéve atmosferiké krimbave dhe kérpudhave me antimol e insekticid. Trarét né pjesén
mbéshtetése t& murit do té lyhen me zift ose material kundér lagéshtirés.Né té gjitha rastet trarét
ndérmjet tyre do té kapen me ganxha metalike.

-lyerja e konstruksionit té ri t& drurit té rivendosur(né rast se do té keté zévendésime materiali)me
solucion antimol dhe vaj lini.

-plotésimi i dyshemesé sé drurit me petavra 2.5 x 15/20 cm (dru pishe i stazhionuar). Petavrat né
gjendje té miré do té ripérdoren dhe ato té degraduarat do té largohen nga kantieri. Dyshemeja
me petavra pas pérfundimit do té trajtohet me solucion antimol, anti lagéshtiré insekticid dhe né
fund do té lyhet me 2 duar vaj lini. Petavrat do té vendosen 1-2 cm larg nga njéra tjetra pér té
siguruar ajrosjen e ¢atisé.

Lénda e drurit e cila do té pérdoret do té jeté dru pishe e stazhionuar mire dhe e cilésisé sé larté
me karakteristika.

Dyert/dritaret ekzistuese do té& ¢montohen dhe do té zévendésohen me dritare/dyer té reja té cilat
pérmbushin kushtet teknike termike. Do té béhen sondazhe té detajuara né ményré gé té béhet
evidentimi i t& gjithé elementéve autentike pérkatés té secilés deré/dritare. Dyert/dritaret e reja ge
perbushin kushtet teknike termike, do te jene vizualisht te njejta me ato ekzistuese.

9.5.3 Shtrim i fletés hidroizoluese té guajnés 4 mm bituminoze e granuluar

Membrana hidroizoluese e catisé do t& pérzgjidhet né konsulté me mbikgyrésin e punimeve né
ményré gé té pérshtatet me kushtet specifike gé kérkon catia .Kontraktiori do té sjelle kampioné té
ndryshém té certifikuar,nése ato nuk ofrojné karakteristikat e kérkuara nga mbikgyréesi | punimeve
do té refuzohen.

Té gjitha materialet pér hidroizolim duhet té plotésojné kushtet e pércaktuara né normative.
Trashésia e saj duhet té jeté me njé minimum prej 4mm.

Kujdes | vecanté duhet té merret né pérgatitien e sipérfageve té papérshueshme nga uji .Ndonje
piké e mundshme e hapur duhet t& mbyllet me silicon ose té stukohet.

Hidroizolimi duke realizuar mbivendosjen e shtresave(minimumi 12 cm ) do té ngrihet né drejtim
vertikal me muret anésoré me min 10 cm.

Shtresa hidroizoluese do té kapet me binarét e skajit me vida filetante me gominé

Sugjerohet gé shtresa hidroizoluese té sigurojé hidroizolim absolut kundra ujit,borés dhe lagéshtisé.
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Duhet té keté peshé té lehté (<200 gr/m2) dhe rezistencé té larté mekanike Rezistencé ndaj
ndryshimeve té temperatures (-40°C-+100°C) dhe rezistencé té larté ndaj zjarrit.

9.5.4 Vendosja e tjegullave

-Vendosjen e tjegullave duke pérdorur tjegullat ekzistuese té cilat nuk jané té thyera dhe té
pérshkueshme nga uji.Tjegullat do té provohen me trokitje ,nése tingulli &shté i pastér dhe i garté
atéheré ato jané né gjendje t& miré. Pér ¢cdo rast do té béhet kontrolli i materialeve nga mbikqgyrési
i punimeve i cili do té vendosi pér to.Plotésimi tjegulla té reja t& ngjashme dhe me té njéjtat
dimensione me ekzistueset mund té béhet me tjegulla t& pérdoruara gé mund té blihen né zonat
pérreth pasi ato kané kané ngjyrén si ato origjinalet té objektit apo né mungesé tregu do té
prodhohen enkas.Dy rreshtave té para ne krye do tu béhet mbushje e kujdesshme me lla¢ gélgere
me pluhur tulle (I padukshém nga jashté) pér té realizuar njé géndrueshméri ndaj erés dhe
agjentéve atmosferiké.

10. MURATURA

10.1  Té pérgjithshme
10.1.1 Referencat

Botimet e listuara mé poshté pérbéjné njé pjesé té kétij specifikimi deri né masén e marré si
referencé. Botimeve u referohet né tekst vetém nga pércaktimi i tyre bazé.

10.1.1.1 Normat dhe Ligjet e Aplikueshme Shqiptare

Standardet dhe Normat Evropiane

DIN 18550-3 Suvatimi - Izolimi termik i sistemeve té& suvatimit té kryera prej llaci me
ngjités mineral dhe duke pérdorur polistiren (EPS).

DIN V 18559 Sistemet e pérbéra pér izolimin termik; konceptet, pérshkrimi i pérgjithshém

DIN 4102 Sjellia ndaj zjarrit e materialeve dhe elementéve té ndértimit — Klasifikimi i
materialeve t& ndértimit — Kérkesat dhe testimi

EN 12667 Pérformancé termike e materialeve dhe produkteve té ndértimit —

pércaktimi i rezistencés termike duke pérdorur njé pllaké té nxehté dhe
metodat me rrjedhje té nxehtésisé — produktet e rezistencés termike té larté
dhe t& mesme

10.1.1.2 Shpérndarja , ruatja dhe trajtimi

Dérgoni materialet e prodhuara né paketimin origjinal t& prodhuesit té cilat jané té etiketuar né
ményré té garté me emrat dhe markén nga prodhuesi. Té ruhen materialet e llagit dhe ¢imentos té
thata dhe larg sipérfages sé tokés, t& mbuluara dhe larg mureve gé gajné (nga kullim) dhe
sipérfageve té tjera té lagéshta deri sa té jeté gati pér pérdorim.
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10.1.2 Kushtet mjedisore

10.1.2.1 Stukim me allgi

Té ruhet njé temperaturé ambienti prej jo mé pak se 10 gradé C kur pérdoret llac e fino né ményré
té vazhdueshme dhe lejohet tharja.

10122 Fino prej Cimentoje dhe Stuko

Té ruhet njé temperaturé ambienti prej jo mé pak se 5 gradé C né ményré té vazhdueshme ku fino
e cimentos dhe punimet me stuko do té lejohen.

Ruajtia nga Dielli dhe Erérat e Thata

Gjaté aplikimit t& dorés sé fundit, dhe pér njé periudhé prej 48 orésh pas pérfundimit t& dorés
pérfundimtare pér ¢do zoné, té ruhet sipérfagja e stukos dhe finos nga dielli dhe erérat e drejt pér
drejta. Pérdorimi i mbulesave dhe materialeve té tjera té pérkohshme éshté i pranueshem.

10.1.3 Parete ndarés gipsi

Furnizimi dhe instalimi i ndarjeve me gips me katér flete (dy pér ané), me trashési totale 150/500
mm (né bazé té skicave) té pérbéra nga njé strukturé metalike né profile celiku té galvanizuar (6/10
né trashési perimetrave “U” me guidén kryesore me trashési 50/75/100 mm dhe vertikalisht "C" me
ndarjet né distancé té barabarté prej 60cm), mbi té cilat shtresat e gipsit vidhosen; ¢do shtresé nuk
do té jeté mé pak se 12,5 mm e trashé.

Instalimi né strukturat metalike
Rendi i aplikimit te operacioneve té méposhtme:

Té vendosen ndarjet dhe té shénohen né dysheme dhe tavan me njé vijé shkumési dhe nivelues
magnetik t& aplikohet materiali jo elastik izolues dhe mbylljet né profilin metalike (si né formé "U”
dhe “C") duke i ngulitur ato me vida, kapése dhe gozhda;

Té kontrollohet pozicioni dhe drejtimi; nése aplikimi i udhézuesit t& dyshemesé éshté né
kuzhiné/banjé, vendosni njé shtresé bitumeni ose fleté polietilene nén profilin metalik, me kllapa
vertikale deri né 2cm pér mbrojtjen totale té profileve dhe shtresave dhe depértimi i ujit;

Vendosni profilet "C" (me njé gjatési prej rreth 1cm sesa mé pak sesa distanca ndérmjet bazés dhe
udhézuesit "U"), té gjithé té orientuara né njé drejtim, duke vendosur fillimisht ato té cilat jané ngjitur
me dyert ose té vendosura tek ndérthurjet e mureve té tjera, gé i lidhin ato me shinat duke pérdorur
vida né distancat e vendosurg;

Té vendosen shtresat (me té njgjtén lartési sa dhoma né té cilén jané minus 1 cm nga toka) né
ményré gé té gjendet lidhja me shtresat ngjitur pérgjaté kolonave metalike; bashkimet pérgjaté
njérés ané té murit ndarés duhet té jené té shkallézuara né respekt me anén tjetér, pér sa i pérket
ndarjeve me dy shtresa né shtresén e paré duhet té jené té ndérthurura pérkundrejt té parés;
bashkimet horizontale duhet té jené té shkallézuara nga té dyja anét;

Shtresat e gipsit duhet té& vendosen me vida né njé distancé jo mé pak se 1cm nga cepat e gjatésisé
dhe 1,cm nga cepat/anét transversale/pérkundrejt; Distanca ndérmjet vidave duhet té jeté rreth
30cm me njé shtresé nga secila ané e kornizés; pér ndarjet me dy shtresa, shtresa e paré e
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brendshme do té vendoset me vida né pérreth 80 cm distancé te barazlarguar, kurse shtresa e dyté
e jashtme do té vendoset me vida né pérreth 25cm distancé te barazlarguar;
Te vendoset material izolues mes paneleve (pambuk mineral);
Bashkimi i finos dhe llacit pérgjaté fundeve té shtresave dhe bashkimeve; njé shirit pérforcues duhet
té aplikohet pérgjaté té gjithé gjatésisé sé bashkimit né finon akoma té freskét, dhe njé shtresé tjetér
fino duhet té vendoset pér t& mbuluar shiritin dhe té gjitha gozhdét ose kokat e vidave;
Pas tharjes totale bashkimi duhet t& mbulohet me shtresén pérfundimtare, me té paktén 5cm
tejkalim nésecilén ang; mé pas njé shtresé e dyté duhet té& vendoset pér té mbuluar shtresén e paré
mé njé gjerési mé té madhe prej pérreth 30cm;
Pas tharjes sé shtresés sé fundit, sipérfagja duhet té trajtohet mé gérryes.
- Aksesorét e instalimit
Né bazé té llojeve té ndryshme té bashkimeve, vida t& ndryshme duhet té aplikohen:
"C" strukturé + profil — kapéset e vidave (upat),
Shtresé + kapése metalike — vida fosfati me koka shpimi té kryera dhe majé té filetuar, té gjatésive
té ndryshme,
shtresé+shtresé — vidat me koka tékundérfiletuar dhe maje vendosése si dhe me koké heliktike,
aksesorét metaliké — vidat veté fletuese me koké té rrumbullakét.
- Ruajtja e anéve té brendshme dhe kendeve
Té gjithé kéndet dhe anét e brendshme duhet té pérforcohen dhe ruhen me shirit pérforcues ose
me kénde metalike pérgjaté gjithé gjatésisé sé tyre.
Fugat
Aty ku ndarjet me mure gipsi bashkohen me muret e ndértuar me tulla ose me elementé té
tjeré, ose pér ndarje me dimensione t&€ médha/ndarje me mure gipsi jo té& vazhdueshém (> 15m2,
prezenca e hapjeve té dyerve dhe té dritareve) bashkimet e ndarjeve duhet té realizohen, 1/1,5 cm
té gjera, pérgjaté té gjithé gjatésisé e trashésisé sé ndarjes. Fundi i bashkimit duhet té jeté i mbyllur
miré né thellési (i padukshém) me njé material t& pérshtatshém elastik.
Ekzekutimi i fugave mund té nénkuptojé:
Pudeér allcie e cila ngjitet shpejt, thahet shpejt,
Mbushés baze gati pér tu pérdorur.
Sistemet e ankorimit t& duhur duhet té pérfshihen pér mbajtjen e orendive té banjés.
- Izolimi akustik
Performancat e materialeve té parandalimit t& ndotjes akustike duhet té& garantohen pér ¢do lloj
ndarjeje né pérputhje me treguesit ekzekutiv. Vlerat e pércaktuara nga eksperimente duhet té jené
mé té larta se sa ato té pérshkruara me tolerancat e méposhtme: shuma e nivelit t& ndryshimeve
ndérmjet vlerave té kérkuara dhe atyre t& matura nuk duhet té kalojé 12dB dhe gjithashtu shmangia
maksimale pér secilén frekuencé nuk duhet té jeté mé e larté se sa 5dB
Performanca e hidroizolimit
Pér hapésirat e lagura/njoma shtresa e izoluesit t& brendshém duhet té aplikohet, certifikuar né
bazé té kushteve té caktuara. Variacionet e lagéshtisé brenda hapésirave ku shtresat e izolimit nuk
jané té instaluara nuk duhet ti krijojé atyre shtresave ndryshime dimensionale, ose degradimin e
materialit.
- Rezistenca ndaj tronditjeve
Muret duhet té jené né gjendje té rezistojné 3 goditje trupore t& buta me njé impakt energjetik
prej 250J (pérreth 25kgm) dhe mpakte té forta trupore me njé impakt energjetik prej 10J, duke
ruajtur pas kétyre integritetin strukturor, duke parandaluar kalimin e trupit pértej shtresés, t& mos
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kalojé népérmijet skeletit, duke mos mundésuar copéza té cilat shképuten dhe mund té shkaktojné
plagosje aksidentale apo démtime tek njerézit. Procedurat e testimeve duhet té jené né pérputhje
me standardet ICITE-UEATC.

- Rezistenca ndaj pajisjeve gé varen ose fiksohen.
Veté muri dhe pajisiet lidhése duhet té jené né gjendje té rezistojné, pa deformime ndryshimeve
permanente dhe pa démtime té dukshme, njé ngarkese prej 100kg té aplikuar paralel me sipérfagen
e murit, né njé distancé prej 30cm nga ai dhe i shpérndaré né njé gjatési prej 50cm né drejtimin e
gjatésisé. Pajisja testuese dhe ngjitése duhet té furnizohet nga prodhuesi.
Rezistenca ndaj ngrohtésisé rrezatuese.
Muri i gipsit duhet té pérballojé pa ndryshime té dukshme dhe deformime permanente, shképutje,
ndryshime né formé dhe dukje, apo thyerje nxehtésie té shkaktuara nga rrezatimi i njé llambe 250W.

10.1.4 Veshje gipsi dopio panel

Paisjet dhe instalimet e veshjes sé murit me pllaké gipsi dopiopanel trashésia totale nga 125/250
mm (sipas vizatimeve) e pérbéré nga njé strukturé metali t& galvanizuar té profileve té celikut me
trashési (6/10 né perimetér, udhézuesi né formeé “U” 50/70/100 mm trashési dhe profilet vertikal "C"
60 cm distancé te dyaneshme), né té cilén vidhosen pllakat e gipsit; ¢do pllaké/tabele do té jeté jo
mé pak se 12.5 mm.

Montimi né strukturén metalike.

Té ndiget renditja sipas veprimeve pér aplikim:

Pjesét duhet t& vendosen né njé vend té rrafshét dhe té izolohen me veshje termike dhe nivelin
magnetik dhe apliko izolimin me materiale izoluese jo plastike né profilet metalike t& perimetrit (né
té dyja si né Profilet "U” dhe ato "C" duke i bashkuar ato me mentesha, vida, gozhdé;

Kontrolloni pozicionin e shtrirjes me ané té njé spangoje; nése sipérfagja ku po montoni éshté

e ashpér si pllaka/banje/kuzhine vendosni njé shtresé bitumi ose polietileni nén profilet metalike me
njé lartési vertikale 2 cm pér mbrojtjen e ploté té profileve dhe pllakés sé gipsit nga depértimi i ujit
Vendos profilet “C" (me njé gjatési rreth 1 cm midis udhézuesitné formé “U") té gjitha té orientohen
né té njéjtin drejtim, fillimisht vendosni ato gé pozicionohen né kornizat e dyerve ose ato gé do té
vendosen midis dy mureve, bashkoni ato né shina né distancén e paracaktuar;
Vendos pllakat (né t& njéjtén lartési me dhomén 1 cm mbi dysheme) me géllim vendosjen dhe
pérputhjen midis pllakave té ngjitura pérgjaté distancuesit metalik né forme kryqi (kryg metalik gé
vendoset midis dy shtresave t& xhamit, gipsit pér té ofruar njé distancé té caktuar midis dy
sipérfageve), bashkimi duhet té renditét né respekt edhe té krahut tjetér, si njé pllakat dopio
shtréngimet /saldimet duhet té béhen njésoj né té dy pllakat; bashkimet /saldimet horizontale duhet
té renditen né té dy krahét.

Pllakat duhet té shtréngohen me vida jo me pak se 1cm nga kulmet gjatésore dhe 1.5cm nga
kulmet transversale, distanca midis vidave do té jeté 30 cm né ¢do pllaké né té dy krahét e kornizés,
pér ndaréset dopio té pllakave, pllaka e paré (e brendshme) do té vidhoset me vida 80cm né
distance té pérbashkét nga njéra tjetra dhe pllaka e jashtme do té vidhoset né distancén 25cm;
Vendosni materialin izolues (pambuk mineral/xhami) duke suvatuar me fino te skajet dhe bordurat
e kornizave izolant ngjités duhet té vendoset mbi finon e freskétné shtresén e dyte fine, (patinimi)
duhet ti vendoset pér t& mbuluar ngjitésin dhe vidat: pas tharjes sé plotét & suvatimit njé shtresé
pérfundimtare patinimi duhet té pérdoret si shtresé pérfundimtare me té paktén 5cm gé rrjedh né
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té dy krahét, mé pas njé shtresé tjetér dytésore duhet té aplikohet shtesé pérté mbuluar shtresén e
paré me gjerési rreth 30 cm, pas tharjes e gjithé sipérfagja duhet té rréshinohet me pérdaf grafiti.

10.1.4.1 Mur 12¢cm me pllake diamant

Gjeresia 120 mm; Veshja: Dopio pllake Diamant 12 mm per ane.

Mur gipsi W 626/130 mm me strukture metalike te thjeshte (CD UD) dhe veshje me dopio
pllake (deri ne lartesine 4,00m)
Vendosja ne veper e veshjes se murit me nje konstruksion metalik dhe veshje me dy pllaka gipsi me
trashesi totale 120 mm .
Struktura metalike do te realizohet me profile celiku te zinkuar me klasifikim EN 10327-10326 me
spesor 0.6 mm dhe dimension te profileve:
- Profile horizontale UW 40x100x40 mm mm
- Profile vertikale  CW 50x100x50 mm, Te vendosura jo me shume se 60 mm distance interaksiale
te izoluara nga strukturat e betonit me shirit gome me funksion nderprerjen akustike, me spesor 3,5
mm.

Profilet duhet te jene te shenuara CE konform normatives europiane EN 14195 per "Profile
per Sisteme me pllaka gisi te veshura", te klases Al te reagimit ndaj zjarrit, te prodhuar sipas sistemit
te menaxhimit te cilesise EN-1SO9001-2000.

Veshja do te realizohet me dy shtresa me pllake gipsi diamant, te shenuara CE sipas
normatives EN 520 dhe konform DIN 18180,Diamant (FH2IR), te testuara nga pikepamja biologjike-
ndertimore sipas certifikates se leshuar nga instituti i Bioarkitektures ne Rosenheim, me spesor 15
mm, klase te reagimit ndaj zjarrit A2 s1d0 (jo i djegshem), te fiksuara ne strukturen metalike me
vida vetefiletuese te fosfuara. Ne hapesiren e brendshme te murit vendoset lesh guri me dendesi
indikative 40 kg/m3 me trashesi 100mm.

Stukimi i bashkimeve do te behet ne shtresen e pare te gipsit me nje dore pa perdorur
garze me fiber xnhami dhe ne shtresen e dyte me dy duar me garze me fiber xhami. Per mbrojtjen
e kendeve te jashtme do te perdoren ele kendore alumini sipas nevojes te cilat fiksohen dhe
stukohen.

UD-Profil — Da@mmschicht nach Bedarf
Blechschraube LN 3,5x11, — Pllake gipsi Stukim
i a<500mm — Ngjites, stuko Izolues akustik
e Ngites, stuko Profil CW 50 VA &
g [Stucco . 7 - = —v 8
N | A f EE=——og] 70
*— TRIAS
i [~ “®— Vida Diamant XTN/ —
> 72 Diamant screw XTN _ee—= ==
; <: &——— Panele Diamant (vertikal)/ m o 2 Rl -
=t E Diamant panels (vertical) = [ 2 | — =
; § Lesh guri/ Mineral wool i [ it — CW-Profil
L

> >
al20]al20la a<20 mm

10.1.4.2 Veshje muri me pllake diamant

Veshja: Dopio pllake Diamant 12,5mm .
Mur gipsi W 623/75 mm me strukture metalike te thjeshte (CD UD) dhe veshje me dopio
plllake.
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Vendosja ne veper e veshjes se murit me nje konstruksion metalik dhe veshje me dy pllaka
gipsi.
Struktura metalike do te realizohet me profile celiku te zinkuar me klasifikim EN 10327-10326 me
spesor 0.6 mm dhe dimension te profileve:
- Profile horizontale UD 27x28x27 mm
- Profile vertikale CD 27x60x27 mm, Te vendosura jo me shume se 625 mm distance interaksiale te
izoluara nga strukturat e betonit me shirit gome me funksion nderprerjen akustike, me spesor 3,5
mm.

Profilet duhet te jene te shenuara CE konform normatives europiane EN 14195 per “Profile
per Sisteme me pllaka gisi te veshura”, te klases Al te reagimit ndaj zjarrit, te prodhuar sipas sistemit
te menaxhimit te cilesise EN-1SO9001-2000.

Veshja do te realizohet me dy shtresa me pllake gipsi, te shenuara CE sipas normatives EN
520 dhe konform DIN 18180, Diamant (FH2IR), te testuara nga pikepamja biologjike-ndertimore
sipas certifikates se leshuar nga instituti i Bioarkitektures ne Rosenheim, me spesor 12.5 mm, klase
te reagimit ndaj zjarrit A2 s1.dO ( jo i djegshem), te fiksuara ne strukturen metalike me vida
vetefiletuese te fosfuara. Ne hapesiren e brendshme te murit vendoset lesh guri me dendesi
indikative 40 kg/m3 me trashesi 50mm.

Stukimi i bashkimeve do te behet ne shtresen e pare te gipsit me nje dore pa perdorur
garze me fiber xnami dhe ne shtresen e dyte me dy duar me garze me fiber xhami. Per mbrojtjen
e kendeve te jashtme do te perdoren ele kendore alumini sipas nevojes te cilat fiksohen dhe

stukohen.
— Varese Direkte
Distanca
<1500 mm,
Shtrese mbushese e kapur me vida
Pllake gipsi MW W624 LN 3,5x9 mm ne
CD-Profil 60x27 — =l CD-Profil
; s Direct hanger
g,‘ ! Distance
i ) <1500 mm,
199990905 0w o | it
ARV RS
E —~— CD-Profil
Vide TN —T
W623-P1 Pamije ne perpektive/ 3D image W623-E2 Bashkimi ne kend W623-VM1 Prerie vertikale

10.1.4.3 Mur gipsi aquapanel

Struktura metalike do té realizohet me profile celiku té zinkuar Knauf me klasifikim EN me
spesor 2 mm dhe dimension té profileve vertikale UA 150x40x2mm
Profile horizontale UW 100x40x0.6 mm, te vendosura jo me shume se 500 mm distance interaksiale
(1) te izoluara nga strukturat e betonit me shirit gome Knauf me funksion ndérprerjen akustike, me
spesor 3,5 mm.
Profilet duhet té jené té& shénuara CE konform normativés europiane EN 14195 pér "Profile pér
Sisteme me pllaka gipsi té veshura”, té klasés A1 té reagimit ndaj zjarrit.
Fiksimi do té realizohet me kapése metalike té fiksuara né Strukturén e sipérme dhe té poshtme.
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Veshja né anén e jashtme té strukturés do té realizohet me njé shtresé aquapanel Outdoor,
té shénuara CE sipas normativave. Té gjitha pllakat duhet té jené té testuara nga piképamija
biologjike-ndértimore sipas certifikatés sé léshuar nga instituti i Bioarkitekturés né Rosenheim.
Pllakat e gipsit do jené& me spesor 12.5 mm, klaset e reagimit ndaj zjarrit A2 s1d0 ( jo i djegshém),
té fiksuara né strukturén metalike me vida veté filetuese té fosfuara. Pllaka Aquapanel Outdoor do
jeté me spesor 12.5 mm, klasé té reagimit ndaj zjarrit A1 (jo i djegshem), té fiksuara né strukturén
metalike me vida aquapanel maxi screw té testuara né solucion kripe antikorrozion me gjatési 25
mm né hapésirén e brendshme té murit vendoset lesh guri me dendesi indikative 40 kg/m3..

Stukimi i bashkimeve ne pllaken Aquapanel do té kryhet me Aquapanel Joint filler dhe me
rrjete 10 cm. Mbi pllakén aquapanel do té vendoset lesh guri me dendesi indicative 75 kg/m3 dhe
trashési 10 cm dhe membrane ngjyré té zezé me mbrojtie ndaj rrezeve UV té fiksuar me upa té
pérshtatshme pér fiksimin e leshit t& gurit. Stukimi | pllakave té gipsit né anén e brendshme do té
béhet né shtresén e paré té gipsit me nje doré pa pérdorur garzé me fibér xhami dhe né shtresén
e dyté me dy duar me garzé me fibér xhami. Materiali i pérdorur pér stukim do té jeté Uniflott. pér
mbrojtien e kéndeve té jashtme do té pérdoren ele kendore alumini si pas nevojés té cilat fiksohen
dhe stukohen me Uniflott.

Izolim termik R0,20 m?K/W
Knauf CW profil metalik
AQUAPANEL® stukim

AQUAPANEL® suatim
AQUAPANEL® Pllake cimentat
AgUAPANEL@ Ty\?ek gfu";‘n Wrap™: AQUAPANEL® Plake cimentat i jashtem

AQUAPANEL®  Stuko Tyvek Wrap™

Knauf Board —y

3H5 mm
WO 181 S Vapour barrier—

= Knauf UW Runner

= — AQUAPANEL®

x=max. 1/3 width
of CW - Profil metalik

WOOSAEY| ram

Tz0im termik
R20,20 meKW
/\/\{ 7
= L
3
Vide —1——
Iz0lim Knauf

- o
kolone  ~ I
it | =
bt
Pllake Knauf Thermal decoupling
— Profil metalik Knauf CW | R20,20 m’K/V‘}J
[ Knauf Trennfix
Knauf Uniflott

Profil Knauf UW-
Avullizolues

W384E-B1en Prerje ne plan W 384E-A1.en Bashkimi ne mur betoni

10.1.4.4 Mur fireboard

Veshja: Dopio pllake Fireboard A1 20 mm per ane.

Izolim Knauf

Profil Knauf UW
Awllizolues

Pllake Knauf

Interior angle profile

g
51 Stuko Tyvek Wrap™
Vetalangle (recommended) — | & Pllake cimentat i jashtem
¥ FH  AQUAPANEL®
i - #— Stukim AQUAPANEL®

— Profil metalik Knauf CW

— Knauf UW Runner
Izolim termik R=0,20 m’K/W

ESfavEes s SR ReEiaR) 988 i Ele Kendore

W 384E-E1en Bashkimi ne kend

Mur gipsi W 112/180 mm me strukture metalike te thjeshte dhe veshje me dopio plllake (deri ne
lartesine 4,00m) Vendosja ne veper e murit te brendshem ndares me nje konstruksion metalik dhe
veshje me dy pllaka gipsi me trashesi totale 180 mm. Struktura metalike do te realizohet me profile
celiku te zinkuar me klasifikim EN 10327-10326 me spesor 0.6 mm dhe dimension te profileve:

- Profile horizontale UW 40x100x40 mm

- Profile vertikale CW 50x100x50 mm, Te vendosura jo me shume se 625 mm distance interaksiale
(1) te izoluara nga strukturat e betonit me shirit gome me funksion nderprerjen akustike, me

spesor 3,5 mm.

Profilet duhet te jene te shenuara CE konform normatives europiane EN 14195 per “Profile
per Sisteme me pllaka gipsi te veshura”, te klases A1 te reagimit ndaj zjarrit, te prodhuar sipas
sistemit te menaxhimit te cilesise EN-ISO9001-2000. Veshja ne te dy anet e struktures do te
realizohet me dy shtresa me pllake gipsi, te shenuara CE sipas normatives EN 520 dhe konform
DIN 18180, Fireboard A1, te testuara nga pikepamja biologjike-ndertimore sipas certifikates se
leshuar nga instituti i Bioarkitektures ne Rosenheim, me spesor 20 mm, klase te reagimit ndaj
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zjarrit A1 (jo i djegshem), te fiksuara ne strukturen metalike me vida vetefiletuese te fosfuara. Ne
hapesiren e brendshme te murit vendoset lesh guri me dendesi indikative 40 kg/m3 me trashesi
100 mm.

Stukimi i bashkimeve do te behet ne shtresen e pare te gipsit me nje dore pa perdorur
garze me fiber xhami dhe ne shtresen e dyte me dy duar me shirit me fiber xhami. Per mbrojtjen
e kendeve te jashtme do te perdoren ele kendore alumini sipas nevojes te cilat fiksohen dhe

stukohen.
Ele kendore njeaneshe

Angular siced element) Lesh gurif Minzral wool
L Veshje muri/ Wall cladding Fireboard 20 mm CW-Profil 25 mm me i vogel
628 Tipi B) Vide TN/ Screw TN Vide LN 3,5x9 mm,
— CW-Profil a = 500 mm
‘ o B
[ ] P | y ; . . ‘ ; Y
Y ; )\ — Gt (TR y
L | ’ \
[ IS / \ Y : 7 (/ S /A
— S IR O
Profil-CW
Vide TN/ Screw TN N -
Profi-CW J2,20.a. 20 a as20mm
Llamarine 0.6 mm
Metallic sheet 0.6 mm ‘ i Zjarrduruese20 mm
Stukim+ T Llamarine 0.6 mm =T -~ Fireboard 20 mm
Kendore fleksibel J g i Metallic sheet 0.6 mm sk CW-Profil
Plaster ;02 UW-Profil Vi
) y ) ide TN/ Screw TN
Flexible angular / ji — Stukim/ Plaster Gomine/ Rubber
i f/ 1 Stukim/ Plaster
y Kendore fleksibel/ S
e Flexible angular
/ [ oo |
/// CW-Profil {
Pllake gipsif Gypsum board CW-Profil

1. RIFINITURA

111 Suvatim

1.1 Suvatim i brendshém

Sprucim i mureve dhe i tavaneve, me llag cimentoje té lénget pér pérmirésimin e ngjitjes
sé suvasé dhe riforcimin e sipérfageve té muratures, duke pérfshiré skelat e shérbimit dhe ¢do
detyrim tjetér pér ti dhéné plotésisht fund sprucimit.

Suvatim i realizuar nga njé shtresé me trashési 2 cm llagi bastard m-25 me dozim pér m2: réré
e laré 0,005 m3, llag bastard (m-1:2) 0.03 m3, cimento (m-400) 6.6 kg, ujé, i aplikuar, né bazé
té udhézimeve té pérgatitura né mure e tavane, dhe e Iémuar me mistri e béerdaf, duke
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perfshire skelat e shérbimit si dhe ¢do detyrim tjetér pér ti dhééne plotesisht fund suvatimit né
ményré perfekte.

1.1.2 Suvatim i jashtém

Sprucim i mureve, me llag ¢imentoje t& léngét pér pérmiresimin e ngjitjes sé suvasé dhe
riforcimin e sipérfageve té& muratures sée démtuar, duke pérfshiré skelat e shérbimit dhe ¢do
detyrim tjetér pér ti dhéné plotésisht fund sprucimit.

Suvatim i realizuar nga njé shtrese me trashési 2 cm llagi bastard m-25 me dozim pér m2: réré
e laré 0,005 m3, llag bastard (m-1:2) 0.03 m3, cimento (m-400) 6.6 kg, ujé, i aplikuar, née baze
tée udhezimeve té pérgatitura né mure e tavane, dhe e Ilémuar me mistri e bérdaf, duke
pérfshire skelat e shérbimit si dhe ¢do detyrim tjetér pér ti dhéné plotésisht fund suvatimit née
ményre pérfekte.

1.2 Patinim
.21 Patinaturé né sipérfage gipsi

Patinaturé né muret dhe tavanet e gipsit, mbi sipérfaget e stukuara dhe te niveluara me
pare:
Patinatura do té realizohet me material t& gatshém né gjéndje té thaté, i cili pérzihet me uje sipas
udhézimit té veté produktit; duke pérfshiré skelat e shérbimit si dhe ¢do detyrim tjetér pér ti
dhéné plotésisht fund suvatimit né ményré pérfekte.

122 Patinaturé né sipérfage betoni

Patinaturé né muret dhe tavanet e betonit, mbi sipérfaget e stukuara dhe te niveluara me
pare. Patinatura do té realizohet me material t& gatshém né gjéndje té thaté, i cili pérzihet me uje
sipas udhézimit té veté produktit; duke pérfshiré skelat e shérbimit si dhe ¢cdo detyrim tjetér pér i
dhéné plotésisht fund suvatimit né ményré pérfekte.

1.3  Lyerje
11.3.1 Fasada e godinés ekzistuese

Pér zgjedhjen e bojés pérfundimtare per lyerjen e fasades ekzistuese te muzeut duhet referuar
vizatimeve teknike te objektit. Ngjyra e bojes duhet te jete e njejte me ngjyren e fasades ekzistuese
ne menyre ge te ruhet identiteti i monumentit.

Pas pastrimit té fasadés do té béhet suvatimi i tyre. Pas suvatimit do té béhet finoja e me pas
patinimi i pareteve. Zmerilimi éshté njé proges i nevojshém né ményré gé tavani t& marré njé
sipérfage té njétrajtshme e cila do té trajtohet me njé shtresé boje né formé astari. RAL 9001 (krem)
do te jete ngjyra me te cilen do ti jepet dora e fundit fasades se monumentit. Cdo punim duhet te
kryhet me mijeshteri per mbarimin e plote te punes ne menyre perfekte. Kampionet duhet t'i
paragiten me perpara Supervizorit te Kantierit.
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11.3.2 Muzeu

Muzeu do te jete i trajtuar kryesisht me boje me ngjyre te bardhe, ne te gjitha hapesirat e tij.
Muret dhe tavanet e ¢do hapesire do te suvatohen dhe patinohen ne menyre ge te jene te
njetrajtshme ne te gjithe siperfagen. Trajtimi do te perfundoje me shtresen e fundit e cila do te jete

boje ne forme astari.
Referojuni vizatimeve teknike te projektit te interierit per detaje mbi cdo hapesire. Cdo punim

duhet te kryhet me mjeshteri per mbarimin e plote te punes ne menyre perfekte. Kampionet duhet
t'i paragiten me perpara Supervizorit te Kantierit.

1 Smooth White plaster/ S, Smooth White plaster/
Diamond Gypsum panel/ Concrete wall /
Céncrele wall / . S.n;looth White plaster/
Elevator . .
Hallway/ shaft/ Variable Variable
space / A space /
4.2 japesie B/ 28R
133 Pavilioni

Interieri i pavilionit do te jete i trajtuar me veshje muri me pllake travertine dhe mure e
tavane te lyera me ngjyre te bardhe.
Veshja e mureve me travertine do te realizohet ne zonen e shkallares dhe ashensorit ne katin
nentoke si dhe ne te gjithe hapesiren e katit perdhe dhe katit te pare. Per specifika detajimi dhe
pozicionimi te veshjes, referohuni vizatimeve teknike. Cdo punim duhet te kryhet me mjeshteri per
mbarimin e plote te punes ne menyre perfekte. Kampionet duhet t'i paragiten me perpara

Supervizorit te Kantierit.

= Stone tiles / Stone tiles _Light travertine/
; Binding cement material / Cement board /
M lidhes Gips gimentat
Concrete wall / Concrete wall /
o Defons 4 Elevator
. Termoinsulation / ?
7 Y ; . i INSuk / shaft/
Qutside/ TRTh Inside/  Termoizolim Hal‘h‘"’f‘}"ll :
faste G T4 B8 Brends | Coment board Homden gzs
'//*/"\/f tiles _Light travertine/ ) <
%%
VD
K
%

114 Veshje me pllaké guri ne eksterier

Eksterieri i pavilionit do te vishet i gjithi me gur natyral vendi.Veshja e gurit do te lidhet me
strukturen e betonit, me material te forte lidhes prej 4cm dhe me kapese metalike per te rritur
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sigurine e rezistences e gurit. Dimensionet dhe lloji i gurit duhet te zgjidhet ne vend. Propozohet
ge dimensioni i pershtatshem i pllakes se veshjes te jete 40x80cm / 40x100cm me spesor 2-3cm.
Per detajime mbi veshjen referohuni vizatimeve teknike. Cdo punim duhet te kryhet me mjeshteri
per mbarimin e plote te punes ne menyre perfekte. Kampionet duhet t'i paragiten me perpara

Supervizorit te Kantierit.

Fd ) Pavilion ext aspect-ST-01 "'n\\
Bright stone panels, Ightly fextured’ % N\
ffj ~ Pamja ne eksterier e pavitont ST-01 5,”";.,-1“;' ﬁi;";‘;’;’.&% g, Qny
L] Panele gur te celet, teksture £ 2
i .:. gurte gelet,
Waw,

XL Stone cladding mounted
slabs, t-30mm files atiached
separately according to
building codes/

Veshje me pliaka gun te

Ceiling hanging profile/
Profil i tavanit & varur

Dropped down gy psum board
ceiing, White plaster, smoath
finish RAL 9010 Pure Whitef
Panel gipsi i tavanit te varur,
Suva e bardhé, RAL 9010,

E bardhe e paster

Interior Stone Cladding,

tiles attached separately acconding to
building codes [Veshje & brendshme

Brenda)  gug, pifakat t& ngitra vegmas, sipas

Pavilion interior stone-ST-03,

kodeve té ndértimit
Light travertine, smooth finish

montuara, t=30mm, pliakat t&
ngiitura vegmas, sipas
kodeve té nderimit

Binding cement material for
sealant, grout color chosen
by architect/

Material idhés me bazé
cimento, ngjyra e mbushesit
e zgjidhel nga arkitekti

Concrete pavilion wallf

Guri i brendshem | pavjonit-ST-03,
Travertin j lehté 1 lémuar Cement board/

Panel gimento

> Fibergass insulatior/
N Izoim me fibra gelgi

m Corner detail of pavilion and stone connection /
w Detaj i kéndit t& pavijonit dhe lidhja me gurin
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1.5 Termoizolimi

Termoizolimi eshte shtrese e domosdoshme per ruajtien e temperaturave te brendshme. Kjo
shtrese vesh te gjitha paretet ge lidhen me hapesiren e jashtme. Shtresa do te jete me lesh xhami
me trashesi 8cm ne mure dhe 10 cm ne dyshemene e katit nentoke.

Pavilion ext aspect-ST01

one cladding mounted
slabs, -30mm s atached
separately aooording o

building codes/

Hiaroizolm
Concreh Iggr 1 Ocm c
Shirage bei a

Proff tavarit & varur

Drped dom ot
ceiing, Whie plaster, smocth

s atache seprtel
ph b s il
venda) g

Paviion nferor sone-ST-03,

m Corner detail of pavilion and stone connection /
Detaj i kéndit té pavijonit dhe lidhja me gurin

\P-D1/ Detgj pavi jameg

12. TAVANET

121 Tavanivarur gipsi

12.11 Tavan | varur me dopio strukture metalike dhe veshje me nje pllake gipsi GKB 12.5 mm

Furnizimi dhe vendosja e tavanit te varur te brendshem realizuar me pllaka gipsi ne dopio
strukture.
Struktura metalike do te realizohet me profile me celik te zinkuar sipas normatives EN 10346 spesor
0,6mm, dhe dimensione:
- Profil "U" 28x27x28 mm isoluar nga strukturat perimetrale me shirit gome monoadeziv per
zeizolim, me spesor 3,5 mm.
- profile "C" 27x60x27 mm, si per strukturen kryesore te fiksuar ne solete nepermjet vareseve me
ganxhe te rregjistrueshme dhe per strukturen sekondare e cila fiksohet me ate kryesore nepermjet
lidheseve kryq te vendosura jo me larg se 50 cm nga njera tjetra.

Profilet duhet te jene te shenuara sipas normatives europiane EN 14195 “profile per sistemet
e thata” te klases A1 per reagimin ndaj zjarrit.
Veshja do te realizohet me nje pllake gipsi te shenuar CE sipas normes EN 520 dhe sipas DIN 18180,
GKB (A) te testuara nga pikepamja Biologjike sipas certifikates mbi biologjine e ndertimit te
Rosenheim me spesor 12.5 mm dhe klase reagimi ndaj zjarrit A2 s1d0 (jo | djegshem) te vidhosura
me vida te fosfuara veteshpuese.

Vendosja e materialeve te behet sipas pershkrimeve te prodhuesit. Pas vendosjes sé tavanit
té gipsit sipas udhezimeve, do té béhet patinimi i pareteve me stuko. Zmerilimi éshté njé proges i
nevojshém né ményré gé tavani t& marré njé sipérfage té njétrajtshme e cila do té trajtohet me njé
shtresé boje né formé astari.
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Detaj i prerjes gjatesore
Detail of the longitudional section

‘— Upe cdo 1m
Upe foreach 1m

D112-0 D112-D2

Detaj i bashkimit me murin

Detail of the union wall
Pamje ne perspektive
Perspective views

| Lidhese Kryq

L Cross binding
UD-Profil 28x27
UD-Profile 28x27

Tel per varje ™
ool] Wire for hanging —
2 Varese/ Hanger
Lidhese kryq -
per CD 60x27
Cross binding
for CD 60x27
Eeee—

ESa———") &
J *
Pllake GKB Profil CD 60x27
GKB board CD 60x27 Profile
D112-C4

Detaji prerjes terthore
Detail of the cross section

ca. 150 mm —s @
; Upe metalike ‘W
Metal upe | .
L Tel per varie = Upe metalike
i\ Wire for hanging ;JITtaI upe
el per varje
Wire for hanging

Varese/ Hanger

Lidhese Kryq

per CD 60x27 Varese/ Hanger
Cross binding .
Lidhese kryq
7 for CD 60x27 por OD 60107
" :E Cross binding

__for CD 60x27

— Profil CD 60x27

.\ Upe cdo1m

CD 60x27 Profile R J t
Upeforeach 1m Profil CD 60x27 —— ¢ L Sleke OB
CD 60x27 Profile | s
D112-0 TN Screw
siibe Stukim

D112-A1 Blastor

12.2 Tavan betoni

Tavanet e betonit do té kené si shtresé finale ngjyré Ral 9010. Pasi jané ndértuar elementet
strukturale betonarme, soletat, do té béhet suvatimi i tyre. Pas suvatimit do té béhet finoja e me
pas patinimi i pareteve. Zmerilimi &shté njé proces i nevojshém né ményré gé tavani té marré njé
sipérfage té njétrajtshme e cila do té trajtohet me njé shtresé boje né formé astari.

12.3 Tavan me rrjete metalike

Tavane me rrjeté metalike,né formé diamanti(metal mesh).

Tavani me metal mesh do té aplikohet né urén lidhése,pér te krijuar efekt t& vecanté pamor,dhe
pér t& minimizuar zhurmat kjo pér shkak té aftésive absorbuese gé ka. Rrjeta metalike e zgjeruar
éshté béré nga celiku i mbéshtjellé né té ftohté. Rrjeta metalike do te jete e lyer me ngjyre te bardhe,
si te gjitha tavanet e hapesirave ne interierin e pavilionit dhe muzeut. VéEmendje e vecanté nevojitet
pér instalimin e paneleve metalike. Panelet me rrieté metalike duhet té& ruhen né njé vend té
brendshém té thaté dhe duhet té& géndrojné né arkén e tyre origjinale pérpara instalimit pér té
shmangur démtimin. Panelet potencialisht mund té gérvishtin njéri-tjetrin, késhtu gé mbajini krah
pér krah dhe ballé pér ballé pér transport. Mbajeni né ambalazhin mbrojtés deri né instalim. Duhet
pasur kujdes i duhur kur trajtoni tehet pér té& shmangur démtimin dhe ndotjen.

Persa i perket rezistencave akustike, panelet e lyera mund te lexojne nje reduktim te lehte ne
QKR per shkak te procesit te lyerjes. Por ne vetvete paneli duhet te jete brenda kushteve teknike te
rezistences akustike. Sipas performancés sé zjarrit. Klasa A: ASTM E84 dhe CAN/ULC S102. Indeksi i
Pérhapjes sé Flakés 25 ose mé pak. Indeksi i zhvillimit té tymit 50 ose mé pak. Panelet rrjeté metalike
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jané jo té djegshme. Cdo punim duhet te kryhet me mjeshteri per mbarimin e plote te punes ne
menyre perfekte. Kampionet duhet t'i paragiten me perpara Supervizorit te Kantierit.

Stabilizer Bar

13. TARRACA, CATIA & HIDROIZOLIME

Tarraca do té funksionojé sipas V.T. Né té do té vendoset ambienteti teknik gé do té& mbajé njé
pjesé té pajisjeve mekanike.

131 Tarraca

Tarraca e objektit ndahet ne dy zona:
1- Tarraca e shfrytezueshme, ne te cilen do te mundesohet vendosja e pajisjeve mekanike dhe
aksesi kur eshte i nevojshem mirembajtja.
2- Tarrace e pashfrytezueshme, e cila do te vishet me panel alumini dhe do te kete pjerresi te
ndryshme.
Mbulesa prej xhami struktural do té& vazhdojé deri né lartésingé 150cm sipér nivelit t& dyshemesé
duke iu pérshtatur késhtu lartésive t& ndryshme gé kané fasadat.

13.2 Catia

Gjaté punimeve té catisé kontraktori do té sigurojé ndértesén nga kushtet e motit né cdo kohé.
Material pér mbulim té pérkohshém té tilla si copa pér mbrojtjen ndaj motit do té sigurohen si dhe
kur té kérkohet.Né pérgjithési hegja e mbulimit té béhet né koordinim me fazat e punimeve té catisé
né ményre qé kérkesa e mbulimit t& pérkohshém té jeté né minimum.

Tjegullat e vendit do té pastrohen dhe ripérdoren njé pjesé gé jané né gjendje té miré, pjesa tjetér
do té plotésohet. Té gjitha materialet gé do té pérdoren do té jené té pajisura me certifikaté cilésie
pérveg tjegullave gé jané té pérdorura.

Hapat e realizimit t& punimeve té restaurimit jané si méposhté:
e Hegja e kujdesshme e tjegullave dhe seleksionimi i tyre
e Pastrimi i néncatisé
e Plotésimi i konstruksionit té drurit
e Lyerja e konstruksionit té drurit me solucion antimol dhe vaj lini
e Plotésimi i dyshemesé sé drurit me petavra
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e Shtrim i fletés hidroizoluese té guajnés
e Vendosja e tjegullave

13.3  Ulluget

Ulluget do te jene me tuba me bakri, me diameter minimal 10 cm dhe trashesi 0,8 mm. Ne
¢do ulluk duhet te mblidhen ujrat e nje siperfage te tarraces jo me te madhe se 80 m2.
Ulluket duhet te vendosen ne pjesen e larta te nderteses me ane te qaforeve perkatese prej bakri,
te fiksuar mbi parete ¢do 2 m.
Ujrat e tarraces duhet te mblidhen nepermjet nje pjate prej bakri, te vendosura ne te gjithe
perimetrin e ¢atisé me pjerresi sipas udhezimeve ne projekt.

13.4 Hidroizolim.
13.4.1 Hidroizolimi i tarraces

Tarraca e pashfrytezueshme do te realizohet me strukture metalike me profile IPE 270 dhe
IPE 220. Mbi konstruksionin metalik do te vendoset panel sanduic prej 10 cm i cili mban barrieren
avull-izoluese. Mbi barriere do te vendoset termoizolimi prej 10cm e cila do te ndahet nga 2 shtresa
hidroizolimi me anen e nje paneli akuapanel. Shtresa permbyllese do te jete fleta metalike e cila do
te krijoje njetrajtshmerine dhe rrjedhshmerine ne te gjithe kete pjese te tarraces. Kampione te
hidroizolimit te propozuar do t'i paragiten Supervizorit te Kantjerit per aprovim paraprak. Cdo
punim duhet te kryhet me mjeshteri per mbarimin e plote te punes ne menyre perfekte.

Flat Metal s heet cover colored
Lightweight roof / Top lay er waterproofing membane/ AQUAPANEL Cement board rooftop 1.25cm' simiar to facade profiles/
Tarrace e lehtesuar i i n

Membran hicroizoluese o shresés 5 sipérme TR ) Miciosé e shes
t& ngjashme me
Tnsulaton ayer-10cm/ Mechanical fiing {
1 i) — Wetalsheet cover
St i Membrans hidrorzofuese e shiveses té pare Fiksimimatank L (O Iy ey p—
Steel =
Kuvergeliu 10om me

‘Sandwich roofing pane!
anel s fise

2 2
& Structural section
Outside sl N Prefjae struktures
Jashie oty beam " i
Q © rau ytESOr PE2D s
o0 9
Mein beam PE 210 |3 o » ol
o kiyssor P54 &3 T Plesz e fundt
2 o
Dropped
plaser.smooth finish RALOO10 Pure white
% o HVAC Giille I reference (W-01)/ )
=3 Zgame FVAC D avanl, Suva e bardle
Ceil & paste
botet chitie sheell Profil varur né tavan l
Fiete @ mbyllr metaik
Glass facade of the neiv buiding curtain vell
with triple insuiating ojass North facade.Clezr glass|GL-0
Fasads xhami & perdps sé fe 6 nobifeses me xhar fzolufs {& trefishte; Brendsa
Fasada Veriore - xhaim paster r <
Wie o) 1 profie cobimn engneer
Rijets tel micis panbleve i xhami. Kobna e profilt me fub kulimi te koordrnohet me inxhinierin
Glass profile Curtaln wal facadel
Prafl xhanmi, fasabia, perda & Ul

Shtrese hidro-izolimi per dyshemene ne katin nentoke, e perbere nga nje shtrese guaino
4mm plus prajmer e vendoset deri ne lartesine 20 cm mbi muret e pasuvatuar te ambjenteve.
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Cdo punim duhet te kryhet me mjeshteri per mbarimin e plote te punes ne menyre perfekte.
Kampionet duhet t'i paragiten me perpara Supervizorit te Kantierit.

1343 Hidroizolim i nyjeve sanitare.

Shtrese hidro-izolimi per te gjitha dyshemete e nyjeve sanitare, e perbere nga nje shtrese
guaino 4mm plus prajmer. Kampione te hidroizolimit te propozuar do t'i paragiten Supervizorit te
Kantjerit per aprovim paraprak. Cdo punim duhet te kryhet me mjeshteri per mbarimin e plote te
punes ne menyre perfekte.

14. SHTRESAT DHE DYSHEMEJA

141 Shtresat e dyshemese

Per cdo informacion per menyren e vendosjes, dimensionimin dhe pozicionin e shtresave
referohuni vizatimeve teknike. Kampione te hidroizolimit te propozuar do t'i paragiten Supervizorit
te Kantjerit per aprovim paraprak. Cdo punim duhet te kryhet me mjeshteri per mbarimin e plote
te punes ne menyre perfekte.

14.1.1 Shtresé ekzistuese me pllaka guri

Ndryshimet ne njollen e objektit do te bejne ge nje pjese e shtrimit te sheshit ekzistues te
demtohen gjate punimeve ne kantier. Kujdes i vecante duhet ti kushtohet organizimit te punen ne
katier ne menyre ge keto demtime te jene sa me te vogla. Kontraktori do te mbaje pergjegjesi per
cdo demtim ge ndodh jashte kantierit te ndertimit. Cdo pllake ekzistuese e demtuar do te higet,
riparohet dhe te rivendoset ne te njejtin vend me te njejten menyre pune si ne gjendjen fillestare.
Ne rast se pllaka do te jete shume e demtuar dhe nuk do te kete mundesi riparimi, ajo do te higet
dhe te zevendesohet me nje pllake te re sipas origjinalit. Shtresat si meposhte:

-Pllaka guri 3cm

-Shtresé betoni e pérforcuar 10cm
-Shtresé kompakte agregat 15cm
-Dhe i ngjeshur

14.1.2 Shtresé e re me pllaka guri

Shtimi i katit nentoke dhe shtrirja e tij ne te dy objektet dhe ne sheshin ekzistues, do te
mundesoje hegjen e pllakave te shtrimit ekzistues dhe zevendesimin e tyre me pllaka te reja jo
vetem ne tipologji por dhe dimensione. Keto pllaka te reja te cilat do te shtrojne sheshin e ri te
krijuar “Besa”, do te jene te njejta me pllakat ge do te veshin eksterierin e pavilionit. Shtresat si
meposhte:

-Pllaka guri 3cm

-Shtresé llaci 2cm

-Shtresé betoni 10cm per pjerresi
-Solete betoni e katit nentoke prej 30cm
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1413 Shtresé me bar

-Vegjetacion

-Shtresé kompakte agregat 3cm

-Dhe i ngjeshur 50cm

-Shtresé metalike me pjerrési pér mbledhjen e ujérave
-Beton i lehtésuar 10cm

-Hidroizolim
|
| | tatese g ‘
| | | [0 LT Ll
‘ / \ ‘ 40
1414 Dysheme me travertiné

Realizuar sipasV.T ,te tipit te zgjedhur,perfshire:

-Travertiné e lehtésuar me gur té [émuar 3cm

-Shtresé niveluese pér shtrimin e pllakave

-Soleté betoni 30cm

Kampionet e propozuara duhet t'i paragiten Supervizorit te Kantjerit per nje aprovim paraprak, si
dhe ne konsultim me arkitektin.
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Light Travertine tile flooring/ Ground floor

Sht

D3

e fravertine/ Kati perdhe

Light Travertine tile flooring/ First floor

Shirim me travertine / Kati i pare

Stone files_| ighttravertine 2cm /
Veshio dyshemefe me plake iravertie 2em

Shirasa niveluase per pliaken & gurt Jem
Concreto skab /

Solats hetoni

3.06

1415 Dysheme me reziné

-Shtrese me reziné 1cm
-Shtresé niveluese betoni
-Soleté betoni 30cm

o
=)

<D1> Rezina microtopping concrele floodng_ Underground fioor
Rezina g ConeH&e 100t

Viaiigs yaiemat e razing
Contio kvedng kyer 10um /
Shirass Valese BEDN Tho
Termolnsulalion 1 bcm/
Termalralim fiem
Convrele foundaton /
Toarselhetnn)
Hydrolneulaton /
Hidrokrabm
Concrel layer 10 /
Sfiress betonf {0em
Gravel 3oon /
Gaiond S0com
Halyral fol /

483 TokD bayras
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D1 Rezina microtopping concrete flooring_ Bridge/

<~ Veshje dyshemeje me rezine _ Ura

Rezina microtopping concrete fooring/

Veshje dyshameje me rezine
Concrele slab poured info the stedl tank/
Befon i derdhur ne pliaken e gelikut
Steel Deck/
Llamarine metalike
Steel Beam |IPE 240/
Tra metalik IPE 240

Steel metd sheel/
Veshje me llamarine metalike

+2.65
<D1> Fezina micratopping concrete fooing Ground floor

achic 7 T fi nerhe

nemee e reZine’ Aol perlne
| Viaeira aymbamets ove racive
Crtramrates ke aling by 1 linans

Ldraza nivelivare bwior Ion
Corroe #ab Mo [
Sadele balond Mem

\/qD 1; Rezina microtopping concrete flooing/ First floor

- - Vasfrs dyxfrrrga me i
Coarrein lovaling bnyar /

Sfdrars makere felva’
Goworoo sib /
Bovale Sufoey
g 2 R o
14.1.6 Dysheme me parket druri

Realizuar sipas V.T.te tipit te zgjedhur,perfshire:

-Dysheme me dérrasé lisi t& bardhé t=2 cm;

-Listela druri me dimensione 9x4cm dhe éx4cm CLS 90/38;
-Shtrese me adeziv 1cm;

-Dysheme me plllaké betoni 30cm
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Hardwood flooring / Second floor
Shtrim me parket druri / Kati i dyte

Albanian-American
Development Foundation

Complex Tower 2, 12th Floor
Tirana, Albania

White oak plank flooring 2em /

Shtrim dyshemeje me parkst 2cm
Wood supportin structure for parquet 2cm /

Strukture drurl mbajtese per parket 2cm
Concrete slab /

Solete betoni

+5.77

1417 Dysheme me pllaka gres

Realizuar sipasV.T. te tipit te zgjedhur,perfshire:
-Shtrim me pllake gres

- Kolle per lidhjen e pllakes me shresen niveluese
- Shtrese niveluese prej betoni 10cm

- Hidroizolim

-Solete betoni 30cm

Gress tile flooring / Ground floor
Shtrim me Pllake Gres / Kati Perahe

o
05
2KIHRR
RIS
rogs %ﬁ%ﬁé@ﬁ%&“&%&%@”?&ﬂ?‘
LHIRIHRRAK
ORI

otose!
SRR

oS
SR

%
1000000 20 00 0a P 0 P 000
SERIRIERSRIRIEKEK

14.2 Shtresat e veshjeve té shkalléve

14.2.1 Shkallgé e brendshme, PAVILION

Realizuar sipas V.T. te tipit te zgjedhur,perfshire:
-Travertin e lehtésuar me gur té lémuar 3cm

Q

ATELIER 4 shpk
Rr. e "Kosovaréve”, Nd. 35, Hy. 6
Ap. 4/1,1019 Tirang, Shqipéri

Gress lile flooring /
Shtrim me pllake gres
Thinset mortar 0.7¢m /
Kolle 6. 7em

Shirese niveluese beton! 10cm
Hydroinsulation /

Hidroizofim

Corerefe shab 30cm/

Sabte beton! 30cm
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-Llustér 2cm
-Shkallé betoni

14.2.2 Shkallé t& brendshme MUZEU, kati 0-2

- Shtrese me reziné 1cm
-Llustér 2cm

1423 Shkallé té& brendshme MUZEU, kati 3-4

Realizuar sipas V.T.,te tipit te zgjedhur,perfshire:
-Parket me dérrasé lisi t=2 cm;
-Strukture druri mbajtese e parketit

14.3 Plintusa

-Plintus druri me gjeresi 3 cm, i vendosur ne vepér me ngjités, duke perfshire pastrimin, si dhe ¢do
detyrim tjeter per mbarimin e plote te punes ne menyre perfekte.

15. DYER DHE DRITARE-VETRATA

15.1 Dritare dhe vetrata

Dyert/dritaret ekzistuese do té ¢montohen dhe do té zévendésohen me dritare/dyer té
reja té cilat pérmbushin kushtet teknike termike. Do té béhen sondazhe té detajuara né
ményré gé té béhet evidentimi i t& gjithé elementéve autentike pérkatés té secilés
deré/dritare. Dyert/dritaret e reja ge perbushin kushtet teknike termike, do te jene vizualisht
te njejta me ato ekzistuese.

1511 Fasade xhami ,OKATECH" nga ,Okalux”, Muzeu

Dy elementet kryesore te fasades se Muzeut jane: Fasada ekzistuese, per te cilen objekti eshte
shpallur monument dhe volumi i xhamit. Ky xham do te kete te integruar nje shtrese metalike ne
hapesiren ndermjet 2 pareteve te xhamit duke e bere ate izolues te mire dhe efigent.

Xhami i pergjedhur per fasaden do te jete “OKATECH".
Vetite spektrale:

Funksioni i xhamit izolues varet nga kushtet aktuale té rrezatimit. Pamja e pjesshme éshté
gjithmoné e dhéng, pavarésisht nga kontrolli diellor i cili ndryshon né varési té stinés dhe orés sé
dités.

1. Rrezatimi i drejtpérdrejté nga lartésia e larté dhe mesatare diellore

Kontroll diellor termik me vlera totale té transmetimit t& energjisé diellore sa mé té uléta, né vecanti
transferim sekondar i nxehtésisé pa transmetim té rrezatimit diellor. Mbrojtje kundér shkélgimit.

2. Rrezatimi i drejtpérdrejté nga transmetimi i pjesshém né lartésiné e ulét diellore té rrezeve direkte
té diellit jep rendimentet né fasadat me pamje nga jugu.
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)

E vecanta éshté se futja metalike pérkatése éshté e integruar né njé zgavér té hollé, t& mbyllur
hermetikisht midis xhamave dhe késhtu nuk kérkon vémendje té vecanté pér sa i pérket instalimit,
mirémbajties dhe pastrimit. Né fakt, elementi mund té trajtohet si xhami izolues konvencional.
Trashésia dhe lloji i xhamit bazohen né nevojat strukturore dhe kérkesat konstruktive.

Dimensionet maksimale té xhamit jané 1220 x 3500 mm dhe rrjeta duhet té jeté prej bakri natyral.

Theksohet se per fasaden duhet te behet nje projekt specifik i detajuar. Kjo do te realizohet nga
zbatuesi i punimeve i cili do te bashkepunoje me firmen perkatese per realizimin e ketij projekti.
Pas projektit te detajuar do te behet dhe ,miratimi i tij i cili dhe me pas do te implementohet.

OKATECH - Insulating Glass with Metal Interlayer

OKATECH can integrate many different designs
of wire mesh, expanded metal or fabric as a
design element with variable functions:

+ efficient solar control that can also be
directionally selective, depending on the
type of inlay used

s Trough-vision from inside fo oulside -
depending on the fighting conditions
Privacy screening from outside to inside
Good heat insulation
Lends the glass facade a visual structure,
colour and textured shine
Can be easily recycled
Vistbility for birds
Individual design options

B

Physical construction properties

Thermal insulation
In the standard make-up, the Ugvalue i 1.0-1.2-1.5 Wim3K) (0.18-0.21-0.27 Btuhrif®"F) depending
on gas filling and coating; the mesh improves the U-value only marginal. Lower Uy values are possible
by means of an additional cavity between the panes. If this is required, please consult us in advance.

Sound insulation

The integrated metal interlayers have no significant effect on the sound insulafion. The achievable val-
ues depend on the glass assembly.

Spectral properties

OKATECH has directionally-selective properties, depending on the type of insert.

The funcfion of OKATECH depends on the current radiation conditions. Partial through-vision is always
given, despite the solar control which differs depending on the season and fime of day

Integrated in a vertical fagade, OKATECH functions as follows:

1. direct iradiation from high and medium solar alfilude
« thermal solar conirol with total solar energy transmittance values of as low, in particular sec-
ondary heat transfer without solar radiation fransmission
« glare protection

2. direct irradiation from low solar alfitude
« pariial transmission of the direct sunlight
« solar yields on south-facing facades

Q
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Technical values of standard types

The following information applies to standard make-ups consisting of a external pane with a thickness of
6 mm, a middle pane with a thickness of & mm with a coating at #4 and a inner pane with a thickness of
& mim.

Light transmission and total solar energy transmittance depend on the angle of incidence.

| a2 8,28
fas
| i — —— o145 -ﬁ_“‘-ﬁ- .
| a2 = .
:"I.l-ll H\-\ L P T —] -H-"h--____ —
!‘ - LT Mreihmetall '\.\‘
g"'" \\ LT

L] ]

L] LEY E ] E13 L1} | o 1% ko L1 |
Irradiation angls ¥ 7] Irradiation angle y 7]
Figure 1: Figure 2:
Angle-eslectve light transmizsion T, acoording to TSET according to DIN EN 410 from OKATECH
DiM EN 410 from OKATECH with solar condrol coating with solar confrol coating
Table 1: Technical values for standard make-up with low-e coating as well as solar control coating 7035
Type Functional | T+% | Tv% | TSET | TSET Ug-value [Wi{m2K)] /
OKATECH coating | min." \max3| % % Uy [Btuf{hr fi2 *F)]
min." | max2 cavity 12 mm
Krypton Argon Alr

Lamefle low-2 9 35 15 20 |10/018 | 12/021 | 15/026
Lameile solar ] a1 11 22 | 09/016 | 11/019 | 14/025
Sambesi 450 low-e B az 14 ZF |10/018 | 12/021 |15/026
Sambesi 450 solar ] 29 12 2 |09/016 | 11/019 | 14/025
Omega 1520 low-e iy a8 20 31 10/018 | 12/021 | 151026
Omega 1520 solar 17 a3 15 24 | 09/016 | 114/019 | 14/025
Kiwi low-g 22 a0 22 2F |10/018 |12/02 |15/026
Kiwi solar 17 26 14 20 |09/016 | 11/019 |14/025
Mandarin low-e 22 a0 22 | 10/018 | 12/02 | 15/026
Mandarin solar 17 26 14 20 |09/016 | 11/019 | 1.4/025
Expanded Metal Alu low-e 7 29 9 =] 10/018 | 12/021 |15/026
Expanded Metal Alu solar ] 34 [:] 22 | 09/016 | 11/019 |14/025
Expanded Metal Copper low-e ] a5 9 0 | 10/018 | 12/021 |15/026
Expanded Metal Copper solar 3 £ 2 21 |09/016 | 11/019 |14/025

T for angle of mcidencey = B0 @ for angle of incidence v = 0 (vertical fo the glass surface)
Data for other metal interlayer on request.

Legend and related values:
unit  standard fechnical term
Uy WIm2K]) DIN EN 673 Thermal transmittance
DIN EN 674
TSET % DINEN410 Total solar energy transmittance or solar heat gain coefficient
Ty % DINENA410 Light transmission (directhemispheric resp. diffuse/
hemispheric)
Fc %  DIN 4108 Reduction factor of a solar control system, Fe=TSET/TSET reteence
sC % GANAManual  Shading coefficient, SC=TSET/0.86
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The above data are approximate data. They are based on measurements of approved test institutes
and calculations derived from these measurements. Values determined on a project-specific basis may
vary from the above values. The values continue to vary if other coalings are used.

Direct transmission relates to direct incidence of light, generally vertical (model situation for direct sun-
light). Diffuse transmission applies fo homogeneous, diffuse incidence of light from the outer hemi-
sphere (model situation for an overcast sky). All values were measured hemispherically.

A low-e coating or a combined solar and low-e coating at face #2 changes the colour appearance when
viewed from outside,

The specified values may change as a result of technical developments. Mo guarantee is therefore giv-
en for their cormeciness.

Make-up

The special feature of OKATECH is that the respective metal insert is integrated in a siim, hermetically-
sealed cavity between the panes and S0 requires no special attention in terms of installation, mainte-
nance and cleaning.

In fact, the OKATECH element can be treated like conventional insulating glass. The glass thickness
and type are based on the structural needs and construciional requirements.

Standard make-up
Outer pans made of thermally freated glass
Cavity 1: depending on metal infay
Middle pane made of thermally treated glass, coating on #4
Cavity 2: up to 12 mm with gas filling
Inner pane made of thermally treated glass

Dimensions

OKATECH Type Max. width Max_ height

Lamelle 000 mm 4000 mm
Sambesi 450 2000 mm 4000 mm
Omega 1520 2000 mm 4000 mm
i 2000 mm 4000 mm
Mandarin 1570 mm J500 mm
Expanded Metal Alu 1250 mm 3500 mm
Expanded Metal Copper 1250 mm J500 mm

0 &
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The maximum area is 7 m2. Special shapes are possible. The feasibility and divisions must be dis-
cussed with OKALUX beforehand. It may be necessary fo use an increased secondary sealant in the
case of smaller dimensions andior greater thickness of glass. The required edge seal width must be
discussed with OKALUX beforehand. Furthermore, the width of the OKATECH element is based on the
maximum width of the respective insers.

For tolerance reason and due fo different thermal expansions, the insert may exhibit a visible light gap
between the insert and the spacer bar. For this reason, the overall sealant (spacer bar + secondary
seal) plus additional 12 mm have to be covered by a profile or by an appropriate edge screen prinfing.

In the case of a polysulphide as secondary seal, it may be necessary to use a exceed cover in order to
provide sufficient UV protection. In the case of a frameless glazing system, it is generally recommended
that the edge areas are covered using a UvV-impenetrable edge enamedling. Depending on loading, the
required sealant width can be considerably greater than that of "conventional” insulating glazing.

OKATECH insulating glass uses mesh inserts made of untreated metals, so there can be differences in
colour between and also within individual element. Optical changes may result on some surfaces from
the effects fo temperature and UV rays. Especially with neutral copper the appearance can vary visibly.
This difference in surface coloration and degree of gloss are dependent on the materials used and do
not represent a visual flaw or any other fault with the product On the confrary, the natural and living
appearance of the fagade is considered a key product feature. Due to contact between glass surface
and metal inlay vibrations can cause a sound. This is part of the design and does not represent a de-
flect.

Small deformations i.e. in the form of waves may become visible when the soft, flexible, textile-like
OKATECH insert is exposed to temperature fluctuations. This is inherent to the material and does not
constitute a defect.

When viewed from inside, it is possible fo see in the edge area some of the design features which are
used to fasten the respective insert. To conceal these, we recommend fitting an additional edge screen
print to the inside (18 mm plus secondary seal).

Installation instructions

OKATECH insulafing glass is glazed as per normal insulating glass. During transportation, the insert
may slide to the side, creating a greater visible slit between the spacer and the insert or the support
profiles could become inclined. We must be nofified in writing beforehand of any special loads which
may occur during transportation (vibrations/shaking).

For instructions and recommendations for the installation of our insulating glazing, please refer to our
information and instructions for customers contained in "Delivery of OKALLX Glass Products” and
"General Information on Glazing”.
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be coordinated with enginedr |
| Sistemi  fiksimit te murit e perdes
=3 te koordinohet me inxhinier}
Curtan vall fastening systemto, | Second floor/
MT-01 stee! metal sheet Gedinrlar be coordinated wih engiees / | Katl i dte. efestar

windowsill 15 % slope / Vi moft Sistem  fksimit e must e perdés | s MT-01 sleel metal sheet
Fiete metalke prejgeliu me 1. 5% £ tekoordinahet me inihinierin | y window il 15 % siope
pleresi te dritarja 1 | like prej celiku me 1. 5%
Anchoring to the existing wall facade” ST.02 Existing slone wallpreserved/ | | ST-02 Existing stone wall preserved | | ) P 2
acoording to the Stryclwal engiesr/— " 77 Wi gui ekaistues  uagur | Mur gurl ekzistues | rjtur [
| | according o the Strucural enginees
» 5 L LB o ankor foneiqsisse e mur
Existing fioor slabto be removed/ | [xisting foor slab to be removed | |~ \ i
[Dysheme ekzistuese gé do higet | | |Dysheme efgistuese g do higet

nkorimi ne fasaden efzistuese te furit ‘

N sipas jnshirient /nm‘um

L New wooden flooring 1™

, \
Nushirlgyshomsse "\ \ Dysheme o Gur Netwwooden oorng
3 \ 5 Dysheme e re druri

4 7 | \ yZ
Bxsting sonewall] /| N =
i & )| . ( ;
N o~ I ] A b“‘?’* Coniorets floor slabl /]
1L OB eot A C\Dyerebeton % N ]

m Curtain wall to existing building junction on the westside / m Curtain wall to existing building junction on the east side /
B—D6 / Bashkimi i xhamit struktural me ndertesen ekzistuese né W Bashkimi i xhamit struktural me ndertesen ekzistuese né
anén peréndimore anén lindore

15.1.2 Vetraté Sandblasted glass, Ura

Xhami i bombarduar me rere éshté i lehté dhe siguron rezistencé té shkélgyer ndaj ndikimeve
te jashtme dhe motit. Ai gjithashtu ofron mbrojtje UV, izolim superior ndaj ajrit dhe ujit, siguri té
larté dhe shpérndarje té rehatshme té drités. Sistemet sigurojné rehati té balancuar termike, ndérsa
translucenca e tyre siguron rehati optimale vizuale dhe madje edhe difuzion té drités.

© & ® 47
ATELIER 4 shpk Tel. +355 4 24 30195  e-mail: info@atelierd.al
Rr. e ”Kosovareve’.’, Nd 35, Hy6 +355 4 22 22 804 web:www.atelierd.al
Ap. 4/1,1019 Tirang, Shqipéri Cel +355 69 20 38 958 NUIS: K31812012H




ATELIERZ

ARCHITECTURE + ENGINEERING * CONSULTING

Contract No. “Albanian Jewish Museum in Viore”

Albanian-American
Development Foundation

Kimmel Eshkolot

Architects Rr. Ibrahim Rugova "Green Park”
27 Chelouche Street, Complex Tower 2, 12th Floor
Tel Aviv, Israel

Tirana, Albania

Nr. i kontrates “Muzeu Hebraik Shqiptar né Vioré”

Glass facade - New building /
Fasadé xhami- Ndértesé e re Sandblasted glass GL-03/
Xham | Zmusuar me réré
herd bridge structure /
Struktura e urs perifernke 4
Weather seal /
Vula e mofit /
aoptae™ Curtainwallfastering system swpertingthe glass
a— 100 10 be coordinated wih engneer|
Sistern | fksimit t&é murit t& perdes qé mbés]
galiné & xhanil & koordinohet yerin
[Conarele floor gab , —2 ¢
Backward -2nd floor f IPE profile
|| ok haton: dyshiamape MT-01; Metal closure sheet/
| Morapa - kati 2 Fieté e miyllur metaike N
I
Hanging of the metal panel/ = |
g Vafjare panefit mefalk ~
%ﬁ' : L] o
Curtan wall fastering system to be coomdinaed ki -,
with engineer/ Expanded metal ceiling below beams
3 20 Sistemi | fiksimit £ muit te perdes & koaraiohet Meshidamond shape, 16x8x21.5mm powder
- e inghinieiin coated white RAL 9010 Reference MT 02
Tavani metahk | zgleruar poshie rardve
/—E“gﬁ-"e-'l'-“ﬂ‘—‘tﬁi’-'-@?_ Ryeté. orime chamant, 16:8x2x1 5 mm &
VUt il bt/ . veshur me plubur & bardhé RAL G010 Raferenca MT-02
Profii vertikal i xfamit té urés
Peroe e Asades Inside
Glass facade of the new building curtan wal withtrigle -
insulating giass North side - Clear glass (GL-01)/ Bridge /
Fasadé xfami e perdes 5é re & naiériesés me xham fzolues 18 reshié Uré
Ana Veriore - Xham i pastér (GL-01)
Curtain wall to bridge roof structure junction /
BR-D5 / Lidhja e xhamit struktural me strukturen e tarraces se ures
/" detail \ Bridge roof to pavilion junction /
BR-D1/ Catia e urés me krygézimin e pavijonit
Sealant materid/
Matenal ngites Interior Stone Cladding,

Fiberglass insuation/

tiles attached separately according to
1 buildingcodes /Veshje & brendshme
| gu, phakat & ngjitura vegmas, sipas
kodeve t& naBrimit

Stone cladding slabs 30 mm thick arrangement accordi
to facade layouts everytile is attached separately

according to bullding codes/ (ol !
Veshje me pllaka gun té montuara, i=30mm, plakd | Ja:

5 ngitura vecm, sdleye 15 pobimit Cement board!
Panel gimento
olim me fibra qekg \ \ ‘f S\upeog\assmaf Glass edge rising slope/ o
{ to +6.92 m max height Kurriz xhemi me pjeresi Binding cement matenid for
1 sealant, grout color chosen by architect /
e Matenal fchés me bazé
. gimernto, ngfyra e mbushésit t8 zgjidhet nga
Weather sealany Bridge peripheral glass profile gwum‘ i - -
‘Najites moft suppoding the glass rooff R
Glass ridgef Profi | xhamit periferi | urés 2
wriz xhami  qé mbéshtet catinée xhamit
— Clearqlass facade - Bridge - GLOY L -+
Fasa xham & paster - Ua6i01 P4
@
2
153 Lenghtwise IPE profile
! b
Hanging of the metal panels /
Vapa e paneleve metalike T—h —
1]~ [

MT-'01 Steel plate finish /
MT-01 Periundin | plakes sé qelikut

15.1.3

Expanded metal celing below beams
Mesh:dianond shape, 16x8:2x1.5mm powde!
codted whie RAL 9010 Reference MT-02/
Tavani metaiik | zgferuar poshié iraréve
Rejete: formé ciamanti, 16x6%2x1.5 mm e
ves hur me plufiur 18 bardhé RAL 8010 Rereranda MT-02

Clear glass facade -Brdge -GL-01/|

Aluminium door frame plate around
opening inthe pavilion color
reference MT-01/

Pliake e komizés sé derés pref
alumini rreth hapjes né referencén
B nafyrave & pavijont MT-01/

Fasadé xhami e pastér - Ura-GL-0

Biidge vertical glass profile -Cuttain wall facade!
Profif vertkal i xhamit 1€ urés - Perde e Bsaiés

Vetraté Clear Glass

Ruajtja e rehatisé sé brendshme mund té jeté njé sfidé vecanérisht kur temperaturat luhaten
gjaté dités ose ndérmijet stinéve. Ai izolon né dimér, bllokon nxehtésiné e padéshiruar né veré dhe
ndihmon pér ta béré muzeun mé efikas né energji gjaté gjithé vitit. Plus, ai siguron njé pamje
uniforme, neutrale me njé nuancé reflektimi pér té rritur bukuriné e ndértesés.
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15.1.4 Dritare me kornizé druri

Fasada e godinés ekzistuese karakterizohet nga vetrata dhe dyer druri té cilat do té ribéhen pér
té pérmbushur késhtu kushtet teknike té nevojshme pér muzeun. Kéto vetrata do té jené prej xhami
transparent “Clear glass” té cilat do té kené kanate prej druri sipas origjinalit.

Druri duhet té trajtohet me biocid. Minimumi i dy aplikacioneve té ruajtésit té drurit me borat
me toksicitet t& ulét ose ekuivalent i aprovuar. Acidi borik, (boratet) jané ruajtés efektivé té drurit
dhe ka marka té& ndryshme. Druri i trajtuar me borat éshté me toksicitet té ulét pér njerézit dhe nuk
pérmban bakér ose metale té tjera té rénda. Por, ndryshe nga shumica e ruajtésve té tjeré mé
toksiké, borati nuk fiksohet né dru dhe mund té pastrohet.

Avantazhi kryesor i pérdorimit té boratit né vend té ruajtésve té tjeré éshté se ato jané efektive
kundér shumicés sé kérpudhave dhe insekteve mé shkatérruese té drurit ndérsa jané relativisht té
sigurta pér pérdoruesit dhe mjedisin. Borate éshté njé term i pérgjithshém pér pérbérjet e borit gé
pérmbajné oksigjen. Ndérsa Borate depérton né dru té lagur, pérzierjet mé té disponueshme
komerciale té boratit dhe etilen glikolit sigurojné mbrojtje pér drurin e stinés. Solucioni i boratit té
etilen glikolit shpérndahet né dru me njé depértim mé té madh. Pérzierja do té lagé dhe erréson
pér pak kohé drurin e trajtuar rishtazi, megjithaté ky ndryshim i ngjyrés zakonisht zvogélohet,
pérbérésit e Borate nuk jané gjithashtu gérryes ndaj metalit dhe megenése &shté i tretshém né ujg,
ai siguron mundési kthimi nése ka probleme té paparashikuara.

Kanata te hapshme dhe tonalitet ngjyre sipas V.T.;

-riparimi me pare i korniza e davancalet te mermerit ose guri natyral, permasat do te maten ne
vend;

-vendosja me pare e davancaleve druri lisi i stazhionuar t=40mm, realizuar me ngjtes te posacem,
sipas V.T. ne anen e brendeshme permasat do te verifikohen ne vend;

-duke perfshire riparimin e paturave, si dhe ¢do paisje tjeter per mbarimin e punes ne menyre
perfekte.

Kampione te artikujve te propozuar do t'i paragiten Supervizorit te Kantierit per aprovim paraprak
ne konsultim me arkitektin.

15.2 Dyer
15.2.1 Deré kryesore Clear Glass

-Dera clear glass do té aplikohet né hyrje té pavillionit pér té lejuar shikimin,por né té njejtén kohé
ndalon zhurmat dhe pluhurat.
-Ajo lejon dritén duke i béré késhtu hapésirat t& duken mé t& médha.

15.2.2 Deré pivot me veshje guri

Do té pérshtatet veshja e jashtme sipas propozimit né projekt

- Mentesha rrotulluese me kunja té rregullueshme

- Efikasiteti i energjisé me koeficient té larté termoizolimi U, = 0,7 W/m?*K
-Termoziolim me poliamide 34mm kundér shtrembérimit

- Mbyllje perimetrike me guarnicione gendrore dhe 3 nivele guarnicionesh EPDM.
- Sistem automatik levizes
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15.2.3 Vetraté e brendshme Clear Glass

-Vetrata e brendshme clear glass,do té gjejé perdorim ne ambientet e muzeut.

Rr. Ibrahim Rugova "Green Park™

o
X

-ldeja e perdorimit te saj eshte krijimi i vazhdimesise se nje ambienti duke e bere ate te duket me i
madh. Arsyeja perdorimit eshte ti jape liri veprimi individeve te krijoje nje ndjeje me privatesie

funksionale.
15.2.4 Dyer té brendshme MDF

Vendosja e percaktuar sipas V.T.
-Dyert e muzeut do te ruhen si ne gjendjen ekzistuese, me material MDF.

- Pér shkak té densitetit dhe strukturés sé tij konsistente, MDF mund té pérpunohet duke pérdorur
vegla prerése me shpejtési té larté CNC pér té krijuar njé séré profilesh té ndryshme 3-D perfekte

pér dyert e kabinetit.

-Furnizim dhe vendosje ne veper dyer te brendshme me nje kanat, me ngjyre te e permasa sipas
V.T. perzgjedhja e tyre do te behet ne konsultim me arkitektin, duhet te percaktohen nga

Kontraktori, te perbera nga:

-Kase dru structural me spresor 45mm, guarnicion per zjarrdurueshmeri, guarnicion akustik, krah

inkasio per hapje dhe mbyllje automatike;

-mentesha inkasio me peshembaijtje ne vartesi te peshes se kanatit te llogaritura per 200'000 hapje,

kundrabrave;
-Perberja e fashaturave: Kompensate ose dru structural me spresor 10mm;

0 .
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-Fleta e deres siperfage MDF 10mm per ¢do ane, skelet druri me spresor 100x50 mm ne 4 ane,
mbushje me DRS-SOUND-SUPREME-BOARD me spresor 8-50 mm dhe densitet 500-900kg/m3,
brave e llogaritur per 200000 hapje, mekanizem per mbyllje automatike me dyshemene 38db.
-brava e sigurise dhe ¢eles, doreza tunxhi, dhe piastra e gojeza perkatese.

E gjithe vepra e muratures si dhe ¢do paisje tjeter per mbarimin e punes ne menyre perfekte.

Kampione te artikujve te propozuar do t'i paragiten Supervizorit te Kantjerit per aprovim paraprak
ne konsultim me arkitektin.

15.2.5 Dyer te brendshme me kase metalike dhe doreze antipanik

Vendosja e percaktuar sipas V.T.

-Furnizim dhe vendosje e dyerve metalike, permasat e se ciles sipas V.T., duhet te saktesohen ne
vend nga nderrmarja, te perbera nga:

-nje kontra telajo e fiksuar ne profile metalike te pajisur me fasheta hekuri dhe nje dere nje ose
dykanatshe me skelet kryesor me profile standard metalike dhe panele llamarine me forma dhe
dimensione sipas vizatimeve ne projekt.

-per porten perfshihet brava e sigurise ne tre drejtime mbylljeje dhe celesa ne tre

-skelat e sherbimit, punimet e muratures si dhe ¢do gje tjeter per ta konsideruar porten te
perfunduar dhe funksionuese ne menyre perfekte.

-Kampione te artikujve te propozuar do t'i paragiten Supervizorit te Kantjerit per aprovim paraprak
ne konsultim me arkitektin.

15.3 Parapete xhami pér shkallét
15.3.1 Parapet xhami

Si¢ tregohet ne V.T,, realizuar me:
-korimano xhami me lartési 100cm
-me xham laminat té tejdukshém

15.3.2 Parapet alumini

Si¢ tregohet ne V.T., realizuar me:

-korimano alimini me lartési 100cm
-parapergatitura te modeluar dhe zbatuara sipas V.T.;
-Skelat e sherbimit ose skelerine si dhe ¢do detyrim dhe punim tjeter per mbarimin e punes ne
menyre perfekte. Kampionet duhet t'i paragiten Supervizorit te Kantjerit perpara fiksimit.
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16. ASHENSORET

16.1  Ashensori pér pavilionin

-Pér shkak t& dimensioneve té shaftit t& propozuar (2000x1750mm) sipas V.Tky ashensor do té
béhet me porosiose dimensionet do té pérshtaten me ato standarte té paracaktuara
(2000x1700mm).

-Pér kété ashensor specifikimet do té ishin:

-Ashensor me njé deré

- Kapaciteti deri né 1000 kg

- Numri i personave (13)

-Hapja e dyerve (90cm)

-Pasqyre brenda kabines ne te gjithe lartesine e saj.

-Korimano brenda kabines.

-Zbritje ne katin me te afeet ne rast te mungeses se energjise elektrike.

-Buronat e komandimit: Touch-Sensistive.

-Indikator poziccioni ne te gjitha katet.

Struktura e gropes ne pjesen e poshtme te kafazit dhe dhoma e makinerise duhet tejete komform
Rregullave nacionale te ndertimit dhe te suportoje ngarkesat dhe permasat e specifikura me siper
EN 81-20/50.
-Cdo permase tregon shtresen e perfunduar, perfshire suvatimin; Toleranca maksimale +/- 25 mm.
Gjate punimeve dhe hapjes se gropes se ashensorit duhet te jete merren masat e nevojshme per
sigurine e njerezve. Kushtet e pergjithshme te ndertimit te gropes duhet te jene sipas EN 81-20/50.
Hapesirat e gropes se ashensorit dhe te dhomes se makinerise nuk duhet te perdoren per asnje
gellim tjeter pervec se ashensorit. Siperfagja e e mureve te kafazit, dyshemese, dhomes se
makinerise, duhet te jene me materials rezistent duke mos favorizuar pluhurin dhe papasterti.
Siperfagja e dyshemese ku do te punoje punetori duhet te jete me material jo-rreshqites.
Kafazi duhet te pajiset me ndricim te perkohshem, me intensitet ndricimi si me poshte:

Te pakten 50 lux, 1.0 m mbi makinerine

Te pakten 50 lux, 1.0 m mbi dyshemene e gropes, kudo ge nje person mund te punoje.

Te pakten 20 lux jashte zonave te identifikuara me siper.

-Kabineti i kontrollit duhet te pozicionohet e ruajtur ndaj kushteve atmosferike EN81- 20/50.
-Duhet te perftohet nje lartesi e paster minimale 2.10 m ne zonat e punes.

16.2  Ashensori pér muzeun

-Ashensor Schindler 3300
-Ashensor me dy dyer
-Dimensione té shaftit 1600x1800(mm)
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-Kapaciteti deri né 625 kg

-Numri i personave (8)

-Hapja e dyerve (90cm)

-Pasqyre brenda kabines ne te gjithe lartesine e saj.

-Korimano brenda kabines.

-Zbritje ne katin me te afeet ne rast te mungeses se energjise elektrike.
-Buronat e komandimit: Touch-Sensistive.

-Indikator poziccioni ne te gjitha katet.

Struktura e gropes ne pjesen e poshtme te kafazit dhe dhoma e makinerise duhet te jete komform
Rregullave nacionale te ndertimit dhe te suportoje ngarkesat dhe permasat e specifikura me siper
EN 81-20/50.
-Cdo permase tregon shtresen e perfunduar, perfshire suvatimin; Toleranca maksimale +/- 25 mm.
Gjate punimeve dhe hapjes se gropes se ashensorit duhet te jete merren masat e nevojshme per
sigurine e njerezve. Kushtet e pergjithshme te ndertimit te gropes duhet te jene sipas EN 81-20/50.
Hapesirat e gropes se ashensorit dhe te dhomes se makinerise nuk duhet te perdoren per asnje
gellim tjeter pervec se ashensorit. Siperfagja e e mureve te kafazit, dyshemese, dhomes se
makinerise, duhet te jene me materials rezistent duke mos favorizuar pluhurin dhe papasterti.
Siperfagja e dyshemese ku do te punoje punetori duhet te jete me material jo-rreshqites.
Kafazi duhet te pajiset me ndricim te perkohshem, me intensitet ndricimi si me poshte:

Te pakten 50 lux, 1.0 m mbi makinerine

Te pakten 50 lux, 1.0 m mbi dyshemene e gropes, kudo ge nje person mund te punoje.

Te pakten 20 lux jashte zonave te identifikuara me siper.

-Kabineti i kontrollit duhet te pozicionohet e ruajtur ndaj kushteve atmosferike EN81- 20/50.
-Duhet te perftohet nje lartesi e paster minimale 2.10 m ne zonat e punes.

17. SISTEMIME TE JASHTME

17.1 Sheshi “Besa”

Sheshi “Besa” konsiston ne krijimin e nje sheshi i cili do te permbaje nje shkallare dhe hapesira
me gjelberim.

Struktura e shkallares do te jete dhe soleta e katin nentoke, e cila do te permbaje te gjitha
shtresat e nevojshme, per te funksionuar si¢ duhet. Shkallarja do te perbehet nga 3 shkalle te cilat
do te vishen me te njejtin gur si pavilioni. Pllakat e gurit do te lidhen me strukturen e betonit me
anen e materialit lidhes. Hidroizolimi do te jete me dy flete ne menyre ge te arrihet nje izolim sa me
i mire i katit nentoke, perkatesisht ne hapesiren e ekspozites. Shkallarja do te kete pjesen veriore te
pjerret e cila do te vishet me xham transparent.

-Gérmim i dheut (x m3) para muzeut me géllim zhvillimin e hapsirés Besa,me ndenjése nén nivel.
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-Gérmim i dheut (x m3) né ané té pavillionit,pér té krijuar tarracé té gjelbéruar me thellési 100cm
dhe vegjetacioin.
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17.3 Detaj i elementit te xhamit ne dyshemene e sistemimit
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